
Schneider Electric Test Report

2020.09-Dunfell.1 release with dunfell-5.4 Linux kernel

machine
rzn1d

soca9

build_location
https://releases.linaro.org/members/schneider/openembedded/2020.09-dunfell.1/rzn1d-5.4/

https://releases.linaro.org/members/schneider/openembedded/2020.09-dunfell.1/soca9-5.4/

build_url
https://ci.linaro.org/job/schneider-openembedded-dunfell-5.4/DISTRO=dip,MACHINE=rzn1d,label=docker-buster-amd64/333/

https://ci.linaro.org/job/schneider-openembedded-dunfell-5.4/DISTRO=dip,MACHINE=soca9,label=docker-buster-amd64/333/

manifest_branch linaro-dunfell-5.4

manifest_commit 333

rzn1d
Pass Fail Xfail Skip

1679 0 0 39

soca9
Pass Fail Xfail Skip

1720 2 0 39

Total Pass Summary 3399

Total Fail Summary 2

Total Skip Summary 78

Total Xfail Summary 0
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Total Tests 3479

job_url

https://validation.linaro.org/scheduler/job/2321809

https://validation.linaro.org/scheduler/job/2321810

https://validation.linaro.org/scheduler/job/2321811.0

https://validation.linaro.org/scheduler/job/2321811.1

https://validation.linaro.org/scheduler/job/2321813.0

https://validation.linaro.org/scheduler/job/2321813.1

https://validation.linaro.org/scheduler/job/2321815.0

https://validation.linaro.org/scheduler/job/2321815.1

https://validation.linaro.org/scheduler/job/2321817.0

https://validation.linaro.org/scheduler/job/2321817.1

https://validation.linaro.org/scheduler/job/2321819.0

https://validation.linaro.org/scheduler/job/2321819.1

https://validation.linaro.org/scheduler/job/2321821.0

https://validation.linaro.org/scheduler/job/2321821.1

https://validation.linaro.org/scheduler/job/2321823.0

https://validation.linaro.org/scheduler/job/2321823.1

https://validation.linaro.org/scheduler/job/2321825.0

https://validation.linaro.org/scheduler/job/2321825.1

https://validation.linaro.org/scheduler/job/2321838

https://validation.linaro.org/scheduler/job/2321839

https://validation.linaro.org/scheduler/job/2321840.0

https://validation.linaro.org/scheduler/job/2321840.1

Schneider Electric Test Report -  2020.09-Dunfell.1 5.4 release Test Results 2 of 166



https://validation.linaro.org/scheduler/job/2321842.0

https://validation.linaro.org/scheduler/job/2321842.1

https://validation.linaro.org/scheduler/job/2321844.0

https://validation.linaro.org/scheduler/job/2321844.1

https://validation.linaro.org/scheduler/job/2321846.0

https://validation.linaro.org/scheduler/job/2321846.1

https://validation.linaro.org/scheduler/job/2321848.0

https://validation.linaro.org/scheduler/job/2321848.1

https://validation.linaro.org/scheduler/job/2321850.0

https://validation.linaro.org/scheduler/job/2321850.1

https://validation.linaro.org/scheduler/job/2321852.0

https://validation.linaro.org/scheduler/job/2321852.1

https://validation.linaro.org/scheduler/job/2321854.0

https://validation.linaro.org/scheduler/job/2321854.1

https://validation.linaro.org/scheduler/job/2321954.0

https://validation.linaro.org/scheduler/job/2321954.1

https://validation.linaro.org/scheduler/job/2323585

LAVA test results
soca9

pass

pass

skip

Test Suite Test Result

badblocks
badblocks

badblocks-existence-check

badblocks-tftp badblocks
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

badblocks-existence-check

block-device-sda

block-device-sda-bonnie++

block-device-sda-create-10M-file

block-device-sda-erase

block-device-sda-format

block-device-sda-mount

block-device-sda-not-mounted

block-device-sda-partition

block-device-sda-present

block-device-sda-read-cmp

block-device-sda-read-cp

block-device-sda-umount

block-device-sda-write-cmp

block-device-sda-write-cp

configure-interface-j17

ethernet-eth0-state-down

ethernet-eth0-state-down

ethernet-eth1-state-down

ethernet-eth1-state-down

ethernet-eth2-dhcp-assign-ipaddr-ping

ethernet-eth2-dhcp-assign-ipaddr-ping

ethernet-eth2-link-settings-check-link-autoneg

ethernet-eth2-link-settings-check-link-autoneg

ethernet-eth2-link-settings-check-link-mtu
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

ethernet-eth2-link-settings-check-link-mtu

ethernet-eth2-ping-get-ipaddr

ethernet-eth2-ping-get-ipaddr

ethernet-eth2-state-down

ethernet-eth2-state-down

ethernet-eth2-state-up

ethernet-eth2-state-up

ethernet-lan0-state-down

ethernet-lan0-state-down

ethernet-lan1-state-down

ethernet-lan1-state-down

ethernet-lan2-state-down

ethernet-lan2-state-down

configure-interface-j21

ethernet-eth0-state-down

ethernet-eth0-state-down

ethernet-eth1-dhcp-assign-ipaddr-ping

ethernet-eth1-dhcp-assign-ipaddr-ping

ethernet-eth1-dhcp-remove-ipaddr

ethernet-eth1-dhcp-remove-ipaddr

ethernet-eth1-link-settings-check-link-autoneg

ethernet-eth1-link-settings-check-link-autoneg

ethernet-eth1-link-settings-check-link-mtu

ethernet-eth1-link-settings-check-link-mtu
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

ethernet-eth1-ping-get-ipaddr

ethernet-eth1-ping-get-ipaddr

ethernet-eth1-state-down

ethernet-eth1-state-down

ethernet-eth1-state-up

ethernet-eth1-state-up

ethernet-lan0-state-down

ethernet-lan0-state-down

ethernet-lan1-state-down

ethernet-lan1-state-down

ethernet-lan2-state-down

ethernet-lan2-state-down

configure-interface-j22

ethernet-eth0-state-down

ethernet-eth0-state-down

ethernet-eth0-state-up

ethernet-eth0-state-up

ethernet-eth1-state-down

ethernet-eth1-state-down

ethernet-lan0-dhcp-assign-ipaddr-ping

ethernet-lan0-dhcp-assign-ipaddr-ping

ethernet-lan0-dhcp-remove-ipaddr

ethernet-lan0-dhcp-remove-ipaddr

ethernet-lan0-link-settings-check-link-autoneg
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

ethernet-lan0-link-settings-check-link-autoneg

ethernet-lan0-link-settings-check-link-mtu

ethernet-lan0-link-settings-check-link-mtu

ethernet-lan0-ping-get-ipaddr

ethernet-lan0-ping-get-ipaddr

ethernet-lan0-state-down

ethernet-lan0-state-down

ethernet-lan0-state-up

ethernet-lan0-state-up

ethernet-lan1-state-down

ethernet-lan1-state-down

ethernet-lan2-state-down

ethernet-lan2-state-down

configure-interface-j22-
mtu1508

ethernet-eth0-state-down

ethernet-eth0-state-down

ethernet-eth0-state-up

ethernet-eth0-state-up

ethernet-eth1-state-down

ethernet-eth1-state-down

ethernet-lan0-dhcp-assign-ipaddr-ping

ethernet-lan0-dhcp-assign-ipaddr-ping

ethernet-lan0-dhcp-remove-ipaddr

ethernet-lan0-dhcp-remove-ipaddr
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

ethernet-lan0-link-settings-check-link-autoneg

ethernet-lan0-link-settings-check-link-autoneg

ethernet-lan0-link-settings-check-link-mtu

ethernet-lan0-link-settings-check-link-mtu

ethernet-lan0-ping-get-ipaddr

ethernet-lan0-ping-get-ipaddr

ethernet-lan0-state-down

ethernet-lan0-state-down

ethernet-lan0-state-up

ethernet-lan0-state-up

ethernet-lan1-state-down

ethernet-lan1-state-down

ethernet-lan2-state-down

ethernet-lan2-state-down

configure-interface-j23

ethernet-eth0-state-down

ethernet-eth0-state-down

ethernet-eth0-state-up

ethernet-eth0-state-up

ethernet-eth1-state-down

ethernet-eth1-state-down

ethernet-lan0-state-down

ethernet-lan0-state-down

ethernet-lan1-dhcp-assign-ipaddr-ping
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

ethernet-lan1-dhcp-assign-ipaddr-ping

ethernet-lan1-dhcp-remove-ipaddr

ethernet-lan1-dhcp-remove-ipaddr

ethernet-lan1-link-settings-check-link-autoneg

ethernet-lan1-link-settings-check-link-autoneg

ethernet-lan1-link-settings-check-link-mtu

ethernet-lan1-link-settings-check-link-mtu

ethernet-lan1-ping-get-ipaddr

ethernet-lan1-ping-get-ipaddr

ethernet-lan1-state-down

ethernet-lan1-state-down

ethernet-lan1-state-up

ethernet-lan1-state-up

ethernet-lan2-state-down

ethernet-lan2-state-down

configure-interface-j23-
mtu1508

ethernet-eth0-state-down

ethernet-eth0-state-down

ethernet-eth0-state-up

ethernet-eth0-state-up

ethernet-eth1-state-down

ethernet-eth1-state-down

ethernet-lan0-state-down

ethernet-lan0-state-down
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

ethernet-lan1-dhcp-assign-ipaddr-ping

ethernet-lan1-dhcp-assign-ipaddr-ping

ethernet-lan1-dhcp-remove-ipaddr

ethernet-lan1-dhcp-remove-ipaddr

ethernet-lan1-link-settings-check-link-autoneg

ethernet-lan1-link-settings-check-link-autoneg

ethernet-lan1-link-settings-check-link-mtu

ethernet-lan1-link-settings-check-link-mtu

ethernet-lan1-ping-get-ipaddr

ethernet-lan1-ping-get-ipaddr

ethernet-lan1-state-down

ethernet-lan1-state-down

ethernet-lan1-state-up

ethernet-lan1-state-up

ethernet-lan2-state-down

ethernet-lan2-state-down

configure-interface-j24

ethernet-eth0-state-down

ethernet-eth0-state-down

ethernet-eth0-state-up

ethernet-eth0-state-up

ethernet-eth1-state-down

ethernet-eth1-state-down

ethernet-lan0-state-down
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

ethernet-lan0-state-down

ethernet-lan1-state-down

ethernet-lan1-state-down

ethernet-lan2-dhcp-assign-ipaddr-ping

ethernet-lan2-dhcp-assign-ipaddr-ping

ethernet-lan2-dhcp-remove-ipaddr

ethernet-lan2-dhcp-remove-ipaddr

ethernet-lan2-link-settings-check-link-autoneg

ethernet-lan2-link-settings-check-link-autoneg

ethernet-lan2-link-settings-check-link-mtu

ethernet-lan2-link-settings-check-link-mtu

ethernet-lan2-ping-get-ipaddr

ethernet-lan2-ping-get-ipaddr

ethernet-lan2-state-down

ethernet-lan2-state-down

ethernet-lan2-state-up

ethernet-lan2-state-up

configure-interface-j24-
mtu1508

ethernet-eth0-state-down

ethernet-eth0-state-down

ethernet-eth0-state-up

ethernet-eth0-state-up

ethernet-eth1-state-down

ethernet-eth1-state-down
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

ethernet-lan0-state-down

ethernet-lan0-state-down

ethernet-lan1-state-down

ethernet-lan1-state-down

ethernet-lan2-dhcp-assign-ipaddr-ping

ethernet-lan2-dhcp-assign-ipaddr-ping

ethernet-lan2-dhcp-remove-ipaddr

ethernet-lan2-dhcp-remove-ipaddr

ethernet-lan2-link-settings-check-link-autoneg

ethernet-lan2-link-settings-check-link-autoneg

ethernet-lan2-link-settings-check-link-mtu

ethernet-lan2-link-settings-check-link-mtu

ethernet-lan2-ping-get-ipaddr

ethernet-lan2-ping-get-ipaddr

ethernet-lan2-state-down

ethernet-lan2-state-down

ethernet-lan2-state-up

ethernet-lan2-state-up

daemon-j17

iperf3-server-running

multinode-send-client-ping-done

multinode-send-iperf3-server-ready

multinode-send-md5sum-result

multinode-send-scp-result
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

multinode-send-server-address

multinode-send-ssh-result

multinode-wait-client-request

daemon-j21

iperf3-server-running

multinode-send-client-ping-done

multinode-send-iperf3-server-ready

multinode-send-md5sum-result

multinode-send-scp-result

multinode-send-server-address

multinode-send-ssh-result

multinode-wait-client-request

daemon-j22

iperf3-server-running

multinode-send-client-ping-done

multinode-send-iperf3-server-ready

multinode-send-md5sum-result

multinode-send-scp-result

multinode-send-server-address

multinode-send-ssh-result

multinode-wait-client-request

daemon-j22-mtu1508

iperf3-server-running

multinode-send-client-ping-done

multinode-send-iperf3-server-ready

multinode-send-md5sum-result
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

multinode-send-scp-result

multinode-send-server-address

multinode-send-ssh-result

multinode-wait-client-request

daemon-j23

iperf3-server-running

multinode-send-client-ping-done

multinode-send-iperf3-server-ready

multinode-send-md5sum-result

multinode-send-scp-result

multinode-send-server-address

multinode-send-ssh-result

multinode-wait-client-request

daemon-j23-mtu1508

iperf3-server-running

multinode-send-client-ping-done

multinode-send-iperf3-server-ready

multinode-send-md5sum-result

multinode-send-scp-result

multinode-send-server-address

multinode-send-ssh-result

multinode-wait-client-request

daemon-j24

iperf3-server-running

multinode-send-client-ping-done

multinode-send-iperf3-server-ready
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

multinode-send-md5sum-result

multinode-send-scp-result

multinode-send-server-address

multinode-send-ssh-result

multinode-wait-client-request

daemon-j24-mtu1508

iperf3-server-running

multinode-send-client-ping-done

multinode-send-iperf3-server-ready

multinode-send-md5sum-result

multinode-send-scp-result

multinode-send-server-address

multinode-send-ssh-result

multinode-wait-client-request

dhcp-cmds
dhcp

fpga_init

ethernet
ethernet-ping-route

ethernet-ping-state-UP

ethernet-tftp
ethernet-ping-route

ethernet-ping-state-UP

files-exist

file_exists__dev_i2c-0

file_exists__dev_mmcblk0

file_exists__dev_mmcblk0p2

file_exists__dev_mtd0
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

file_exists__dev_mtd2

file_exists__dev_null

file_exists__dev_ttyS1

file_exists__dev_urandom

file_exists__dev_watchdog

file_exists__dev_zero

file_exists__etc_os-release

file_exists__sys_bus_i2c_devices_0-0050_eeprom

file_exists__sys_bus_spi_devices_spi0.0_eeprom

file_exists__sys_class_hwmon_hwmon0_temp1_input

file_exists__sys_devices_system_clocksource_clocksource0_available_clocksource

finished-j17 multinode-send-client-request

finished-j21 multinode-send-client-request

finished-j22 multinode-send-client-request

finished-j22-mtu1508 multinode-send-client-request

finished-j23 multinode-send-client-request

finished-j23-mtu1508 multinode-send-client-request

finished-j24 multinode-send-client-request

finished-j24-mtu1508 multinode-send-client-request

iperf-server-j17
multinode-send-client-request

multinode-wait-iperf3-server-ready

iperf-server-j21
multinode-send-client-request

multinode-wait-iperf3-server-ready
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

iperf-server-j22
multinode-send-client-request

multinode-wait-iperf3-server-ready

iperf-server-j22-mtu1508
multinode-send-client-request

multinode-wait-iperf3-server-ready

iperf-server-j23
multinode-send-client-request

multinode-wait-iperf3-server-ready

iperf-server-j23-mtu1508
multinode-send-client-request

multinode-wait-iperf3-server-ready

iperf-server-j24
multinode-send-client-request

multinode-wait-iperf3-server-ready

iperf-server-j24-mtu1508
multinode-send-client-request

multinode-wait-iperf3-server-ready

link-off-ping-j17

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-off-ping-j21

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-off-ping-j22

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-off-ping-j22-mtu1508
client-ping-request

multinode-send-client-request
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

multinode-wait-client-ping-done

link-off-ping-j23

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-off-ping-j23-mtu1508

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-off-ping-j24

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-off-ping-j24-mtu1508

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-on-ping-j17

client-ping-request

ethernet-eth2-dhcp-assign-ipaddr-ping

ethernet-eth2-ping-get-ipaddr

multinode-send-client-request

multinode-wait-client-ping-done

link-on-ping-j21

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-on-ping-j22
client-ping-request

multinode-send-client-request
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

multinode-wait-client-ping-done

link-on-ping-j22-mtu1508

client-ping-request

ethernet-lan0-dhcp-assign-ipaddr-ping

ethernet-lan0-ping-get-ipaddr

multinode-send-client-request

multinode-wait-client-ping-done

link-on-ping-j23

client-ping-request

ethernet-lan1-dhcp-assign-ipaddr-ping

ethernet-lan1-ping-get-ipaddr

multinode-send-client-request

multinode-wait-client-ping-done

link-on-ping-j23-mtu1508

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-on-ping-j24

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-on-ping-j24-mtu1508

client-ping-request

ethernet-lan2-dhcp-assign-ipaddr-ping

ethernet-lan2-ping-get-ipaddr

multinode-send-client-request

multinode-wait-client-ping-done

link-settings-100-full-2-j17 ethernet-eth2-dhcp-assign-ipaddr-ping
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

ethernet-eth2-link-settings-check-link-autoneg

ethernet-eth2-link-settings-check-link-duplex

ethernet-eth2-link-settings-check-link-mtu

ethernet-eth2-link-settings-check-link-speed

ethernet-eth2-ping-get-ipaddr

ethernet-eth2-state-down

ethernet-eth2-state-up

link-settings-100-full-2-j21

ethernet-eth1-dhcp-assign-ipaddr-ping

ethernet-eth1-link-settings-check-link-autoneg

ethernet-eth1-link-settings-check-link-duplex

ethernet-eth1-link-settings-check-link-mtu

ethernet-eth1-link-settings-check-link-speed

ethernet-eth1-ping-get-ipaddr

ethernet-eth1-state-down

ethernet-eth1-state-up

link-settings-100-full-2-j22

ethernet-lan0-dhcp-assign-ipaddr-ping

ethernet-lan0-link-settings-check-link-autoneg

ethernet-lan0-link-settings-check-link-duplex

ethernet-lan0-link-settings-check-link-mtu

ethernet-lan0-link-settings-check-link-speed

ethernet-lan0-ping-get-ipaddr

ethernet-lan0-state-down

ethernet-lan0-state-up
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

link-settings-100-full-2-j22-
mtu1508

ethernet-lan0-dhcp-assign-ipaddr-ping

ethernet-lan0-link-settings-check-link-autoneg

ethernet-lan0-link-settings-check-link-duplex

ethernet-lan0-link-settings-check-link-mtu

ethernet-lan0-link-settings-check-link-speed

ethernet-lan0-ping-get-ipaddr

ethernet-lan0-state-down

ethernet-lan0-state-up

link-settings-100-full-2-j23

ethernet-lan1-dhcp-assign-ipaddr-ping

ethernet-lan1-link-settings-check-link-autoneg

ethernet-lan1-link-settings-check-link-duplex

ethernet-lan1-link-settings-check-link-mtu

ethernet-lan1-link-settings-check-link-speed

ethernet-lan1-ping-get-ipaddr

ethernet-lan1-state-down

ethernet-lan1-state-up

link-settings-100-full-2-j23-
mtu1508

ethernet-lan1-dhcp-assign-ipaddr-ping

ethernet-lan1-link-settings-check-link-autoneg

ethernet-lan1-link-settings-check-link-duplex

ethernet-lan1-link-settings-check-link-mtu

ethernet-lan1-link-settings-check-link-speed

ethernet-lan1-ping-get-ipaddr

ethernet-lan1-state-down
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

ethernet-lan1-state-up

link-settings-100-full-2-j24

ethernet-lan2-dhcp-assign-ipaddr-ping

ethernet-lan2-link-settings-check-link-autoneg

ethernet-lan2-link-settings-check-link-duplex

ethernet-lan2-link-settings-check-link-mtu

ethernet-lan2-link-settings-check-link-speed

ethernet-lan2-ping-get-ipaddr

ethernet-lan2-state-down

ethernet-lan2-state-up

link-settings-100-full-2-j24-
mtu1508

ethernet-lan2-dhcp-assign-ipaddr-ping

ethernet-lan2-link-settings-check-link-autoneg

ethernet-lan2-link-settings-check-link-duplex

ethernet-lan2-link-settings-check-link-mtu

ethernet-lan2-link-settings-check-link-speed

ethernet-lan2-ping-get-ipaddr

ethernet-lan2-state-down

ethernet-lan2-state-up

link-settings-100-full-2-ping-j17

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-settings-100-full-2-ping-j21

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

Schneider Electric Test Report -  2020.09-Dunfell.1 5.4 release Test Results 22 of 166



pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

link-settings-100-full-2-ping-j22

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-settings-100-full-2-ping-j22-
mtu1508

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-settings-100-full-2-ping-j23

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-settings-100-full-2-ping-j23-
mtu1508

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-settings-100-full-2-ping-j24

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-settings-100-full-2-ping-j24-
mtu1508

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-settings-100-full-j17

ethernet-eth2-dhcp-assign-ipaddr-ping

ethernet-eth2-link-settings-check-link-autoneg

ethernet-eth2-link-settings-check-link-duplex

ethernet-eth2-link-settings-check-link-mtu

ethernet-eth2-link-settings-check-link-speed
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

ethernet-eth2-ping-get-ipaddr

ethernet-eth2-state-down

ethernet-eth2-state-up

link-settings-100-full-j21

ethernet-eth1-dhcp-assign-ipaddr-ping

ethernet-eth1-link-settings-check-link-autoneg

ethernet-eth1-link-settings-check-link-duplex

ethernet-eth1-link-settings-check-link-mtu

ethernet-eth1-link-settings-check-link-speed

ethernet-eth1-ping-get-ipaddr

ethernet-eth1-state-down

ethernet-eth1-state-up

link-settings-100-full-j22

ethernet-lan0-dhcp-assign-ipaddr-ping

ethernet-lan0-link-settings-check-link-autoneg

ethernet-lan0-link-settings-check-link-duplex

ethernet-lan0-link-settings-check-link-mtu

ethernet-lan0-link-settings-check-link-speed

ethernet-lan0-ping-get-ipaddr

ethernet-lan0-state-down

ethernet-lan0-state-up

link-settings-100-full-j22-
mtu1508

ethernet-lan0-dhcp-assign-ipaddr-ping

ethernet-lan0-link-settings-check-link-autoneg

ethernet-lan0-link-settings-check-link-duplex

ethernet-lan0-link-settings-check-link-mtu
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

ethernet-lan0-link-settings-check-link-speed

ethernet-lan0-ping-get-ipaddr

ethernet-lan0-state-down

ethernet-lan0-state-up

link-settings-100-full-j23

ethernet-lan1-dhcp-assign-ipaddr-ping

ethernet-lan1-link-settings-check-link-autoneg

ethernet-lan1-link-settings-check-link-duplex

ethernet-lan1-link-settings-check-link-mtu

ethernet-lan1-link-settings-check-link-speed

ethernet-lan1-ping-get-ipaddr

ethernet-lan1-state-down

ethernet-lan1-state-up

link-settings-100-full-j23-
mtu1508

ethernet-lan1-dhcp-assign-ipaddr-ping

ethernet-lan1-link-settings-check-link-autoneg

ethernet-lan1-link-settings-check-link-duplex

ethernet-lan1-link-settings-check-link-mtu

ethernet-lan1-link-settings-check-link-speed

ethernet-lan1-ping-get-ipaddr

ethernet-lan1-state-down

ethernet-lan1-state-up

link-settings-100-full-j24

ethernet-lan2-dhcp-assign-ipaddr-ping

ethernet-lan2-link-settings-check-link-autoneg

ethernet-lan2-link-settings-check-link-duplex
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

ethernet-lan2-link-settings-check-link-mtu

ethernet-lan2-link-settings-check-link-speed

ethernet-lan2-ping-get-ipaddr

ethernet-lan2-state-down

ethernet-lan2-state-up

link-settings-100-full-j24-
mtu1508

ethernet-lan2-dhcp-assign-ipaddr-ping

ethernet-lan2-link-settings-check-link-autoneg

ethernet-lan2-link-settings-check-link-duplex

ethernet-lan2-link-settings-check-link-mtu

ethernet-lan2-link-settings-check-link-speed

ethernet-lan2-ping-get-ipaddr

ethernet-lan2-state-down

ethernet-lan2-state-up

link-settings-100-full-ping-j17

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-settings-100-full-ping-j21

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-settings-100-full-ping-j22

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-settings-100-full-ping-j22- client-ping-request
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

mtu1508
multinode-send-client-request

multinode-wait-client-ping-done

link-settings-100-full-ping-j23

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-settings-100-full-ping-j23-
mtu1508

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-settings-100-full-ping-j24

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-settings-100-full-ping-j24-
mtu1508

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-settings-100-half-j17

ethernet-eth2-dhcp-assign-ipaddr-ping

ethernet-eth2-link-settings-check-link-autoneg

ethernet-eth2-link-settings-check-link-duplex

ethernet-eth2-link-settings-check-link-mtu

ethernet-eth2-link-settings-check-link-speed

ethernet-eth2-ping-get-ipaddr

ethernet-eth2-state-down

ethernet-eth2-state-up

link-settings-100-half-j21 ethernet-eth1-dhcp-assign-ipaddr-ping
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

ethernet-eth1-dhcp-remove-ipaddr

ethernet-eth1-link-settings-check-link-autoneg

ethernet-eth1-link-settings-check-link-duplex

ethernet-eth1-link-settings-check-link-mtu

ethernet-eth1-link-settings-check-link-speed

ethernet-eth1-ping-get-ipaddr

ethernet-eth1-state-down

ethernet-eth1-state-up

link-settings-100-half-j22

ethernet-lan0-dhcp-assign-ipaddr-ping

ethernet-lan0-link-settings-check-link-autoneg

ethernet-lan0-link-settings-check-link-duplex

ethernet-lan0-link-settings-check-link-mtu

ethernet-lan0-link-settings-check-link-speed

ethernet-lan0-ping-get-ipaddr

ethernet-lan0-state-down

ethernet-lan0-state-up

link-settings-100-half-j22-
mtu1508

ethernet-lan0-dhcp-assign-ipaddr-ping

ethernet-lan0-link-settings-check-link-autoneg

ethernet-lan0-link-settings-check-link-duplex

ethernet-lan0-link-settings-check-link-mtu

ethernet-lan0-link-settings-check-link-speed

ethernet-lan0-ping-get-ipaddr

ethernet-lan0-state-down
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

ethernet-lan0-state-up

link-settings-100-half-j23

ethernet-lan1-dhcp-assign-ipaddr-ping

ethernet-lan1-link-settings-check-link-autoneg

ethernet-lan1-link-settings-check-link-duplex

ethernet-lan1-link-settings-check-link-mtu

ethernet-lan1-link-settings-check-link-speed

ethernet-lan1-ping-get-ipaddr

ethernet-lan1-state-down

ethernet-lan1-state-up

link-settings-100-half-j23-
mtu1508

ethernet-lan1-dhcp-assign-ipaddr-ping

ethernet-lan1-link-settings-check-link-autoneg

ethernet-lan1-link-settings-check-link-duplex

ethernet-lan1-link-settings-check-link-mtu

ethernet-lan1-link-settings-check-link-speed

ethernet-lan1-ping-get-ipaddr

ethernet-lan1-state-down

ethernet-lan1-state-up

link-settings-100-half-j24

ethernet-lan2-dhcp-assign-ipaddr-ping

ethernet-lan2-link-settings-check-link-autoneg

ethernet-lan2-link-settings-check-link-duplex

ethernet-lan2-link-settings-check-link-mtu

ethernet-lan2-link-settings-check-link-speed

ethernet-lan2-ping-get-ipaddr
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

ethernet-lan2-state-down

ethernet-lan2-state-up

link-settings-100-half-j24-
mtu1508

ethernet-lan2-dhcp-assign-ipaddr-ping

ethernet-lan2-link-settings-check-link-autoneg

ethernet-lan2-link-settings-check-link-duplex

ethernet-lan2-link-settings-check-link-mtu

ethernet-lan2-link-settings-check-link-speed

ethernet-lan2-ping-get-ipaddr

ethernet-lan2-state-down

ethernet-lan2-state-up

link-settings-100-half-ping-j17

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-settings-100-half-ping-j21

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-settings-100-half-ping-j22

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-settings-100-half-ping-j22-
mtu1508

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-settings-100-half-ping-j23 client-ping-request
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

multinode-send-client-request

multinode-wait-client-ping-done

link-settings-100-half-ping-j23-
mtu1508

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-settings-100-half-ping-j24

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-settings-100-half-ping-j24-
mtu1508

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-settings-autoneg-j17

ethernet-eth2-dhcp-assign-ipaddr-ping

ethernet-eth2-link-settings-check-link-autoneg

ethernet-eth2-link-settings-check-link-mtu

ethernet-eth2-ping-get-ipaddr

ethernet-eth2-state-down

ethernet-eth2-state-up

link-settings-autoneg-j21

ethernet-eth1-dhcp-assign-ipaddr-ping

ethernet-eth1-link-settings-check-link-autoneg

ethernet-eth1-link-settings-check-link-mtu

ethernet-eth1-ping-get-ipaddr

ethernet-eth1-state-down

ethernet-eth1-state-up
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

link-settings-autoneg-j22

ethernet-lan0-dhcp-assign-ipaddr-ping

ethernet-lan0-dhcp-remove-ipaddr

ethernet-lan0-link-settings-check-link-autoneg

ethernet-lan0-link-settings-check-link-mtu

ethernet-lan0-ping-get-ipaddr

ethernet-lan0-state-down

ethernet-lan0-state-up

link-settings-autoneg-j22-
mtu1508

ethernet-lan0-dhcp-assign-ipaddr-ping

ethernet-lan0-dhcp-remove-ipaddr

ethernet-lan0-link-settings-check-link-autoneg

ethernet-lan0-link-settings-check-link-mtu

ethernet-lan0-ping-get-ipaddr

ethernet-lan0-state-down

ethernet-lan0-state-up

link-settings-autoneg-j23

ethernet-lan1-dhcp-assign-ipaddr-ping

ethernet-lan1-dhcp-remove-ipaddr

ethernet-lan1-link-settings-check-link-autoneg

ethernet-lan1-link-settings-check-link-mtu

ethernet-lan1-ping-get-ipaddr

ethernet-lan1-state-down

ethernet-lan1-state-up

link-settings-autoneg-j23-
mtu1508

ethernet-lan1-dhcp-assign-ipaddr-ping

ethernet-lan1-dhcp-remove-ipaddr
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

ethernet-lan1-link-settings-check-link-autoneg

ethernet-lan1-link-settings-check-link-mtu

ethernet-lan1-ping-get-ipaddr

ethernet-lan1-state-down

ethernet-lan1-state-up

link-settings-autoneg-j24

ethernet-lan2-dhcp-assign-ipaddr-ping

ethernet-lan2-dhcp-remove-ipaddr

ethernet-lan2-link-settings-check-link-autoneg

ethernet-lan2-link-settings-check-link-mtu

ethernet-lan2-ping-get-ipaddr

ethernet-lan2-state-down

ethernet-lan2-state-up

link-settings-autoneg-j24-
mtu1508

ethernet-lan2-dhcp-assign-ipaddr-ping

ethernet-lan2-dhcp-remove-ipaddr

ethernet-lan2-link-settings-check-link-autoneg

ethernet-lan2-link-settings-check-link-mtu

ethernet-lan2-ping-get-ipaddr

ethernet-lan2-state-down

ethernet-lan2-state-up

link-settings-autoneg-ping-j17

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-settings-autoneg-ping-j21 client-ping-request
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

multinode-send-client-request

multinode-wait-client-ping-done

link-settings-autoneg-ping-j22

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-settings-autoneg-ping-j22-
mtu1508

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-settings-autoneg-ping-j23

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-settings-autoneg-ping-j23-
mtu1508

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-settings-autoneg-ping-j24

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-settings-autoneg-ping-j24-
mtu1508

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-settings-default-ping-j17

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

link-settings-default-ping-j21

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-settings-default-ping-j22

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-settings-default-ping-j22-
mtu1508

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-settings-default-ping-j23

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-settings-default-ping-j23-
mtu1508

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-settings-default-ping-j24

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-settings-default-ping-j24-
mtu1508

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

linux-log-parser
check-kernel-bug-01e58bcf-28bd-4ab4-8b2c-f92a6e7fabe5

check-kernel-bug-04a29e6c-e25c-44c4-bd86-d165e9718b93
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

check-kernel-bug-0abf3604-8ccb-45bb-95fc-22768e67a832

check-kernel-bug-110f2761-ded5-4865-be55-c6d5a32a58b1

check-kernel-bug-150cbd97-ef5c-4caa-8e13-3bb933c6f1de

check-kernel-bug-1599246b-f071-4dce-9a5b-6eb16f769921

check-kernel-bug-1a2c3125-8e08-496b-928a-2b6745384c26

check-kernel-bug-1a33dc4f-ceed-46cd-8e46-8732bac878ef

check-kernel-bug-204eb6f3-bc1f-4edd-a2d7-f7a771e193cd

check-kernel-bug-21a1dce8-af25-44ed-8022-e52a825d2eb3

check-kernel-bug-2321809

check-kernel-bug-2321810

check-kernel-bug-2321811.0

check-kernel-bug-2321811.1

check-kernel-bug-2321813.0

check-kernel-bug-2321813.1

check-kernel-bug-2321815.0

check-kernel-bug-2321815.1

check-kernel-bug-2321817.0

check-kernel-bug-2321817.1

check-kernel-bug-2321819.0

check-kernel-bug-2321819.1

check-kernel-bug-2321821.0

check-kernel-bug-2321821.1

check-kernel-bug-2321823.0
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

check-kernel-bug-2321823.1

check-kernel-bug-2321825.0

check-kernel-bug-2321825.1

check-kernel-bug-2321954.0

check-kernel-bug-2321954.1

check-kernel-bug-266fcb61-e431-4e3f-adf2-99a67dc7a040

check-kernel-bug-298bdfdd-33e4-469f-841d-39b05a7ba68d

check-kernel-bug-2b777175-7e46-48f8-9948-5e5ce33e347b

check-kernel-bug-30bb1e7e-4f4b-4ddd-a2df-d667f7f3a234

check-kernel-bug-34d929ff-f304-4233-99e6-25c6c2493df7

check-kernel-bug-39dcaeeb-37eb-44f0-b8c1-d6de43a7145a

check-kernel-bug-3bf9556a-47d3-44b3-9fba-df66b869758c

check-kernel-bug-3c18076d-b81b-4176-999b-7cdbb127734c

check-kernel-bug-3c9dcdd3-6e81-45a2-92a3-1525af130679

check-kernel-bug-40d9b6ed-93b1-41ca-aabe-440daaffc75a

check-kernel-bug-44dde00f-ffcf-4a75-a757-12e2dc57513d

check-kernel-bug-4b31a8b1-a63e-408c-bf86-b4bd85acea6a

check-kernel-bug-4e963495-6638-4bcc-a90b-e8a07005a5be

check-kernel-bug-5e1c8d2e-e658-45cd-b820-998562b16d1f

check-kernel-bug-6315f0ea-d40a-4ae8-bedb-4e4a1956abc3

check-kernel-bug-64ada2ab-8183-4b34-bfed-5ede88ece38a

check-kernel-bug-6558d7da-dfc8-4667-abf7-fee23fb1847c

check-kernel-bug-65e4b1c8-ad74-4f8f-a16e-64104099b678
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

check-kernel-bug-69046a40-f44a-4dc6-96e0-87b35ac2fc69

check-kernel-bug-6a0fb4e4-5a60-4506-81ee-7a42df16ec1e

check-kernel-bug-6e73c77d-11b4-4108-8d0c-569644274b85

check-kernel-bug-73dcbb84-9e6a-47d3-bb2d-6d77c8de6750

check-kernel-bug-782509a3-e0ae-47f2-9c50-acaf4fa9ec29

check-kernel-bug-792b155d-f53b-4311-acf5-997b0023354c

check-kernel-bug-7ad21f02-7f60-435f-aab9-9cab1c7150f5

check-kernel-bug-7c29561b-e706-48d8-b6c5-db15e572f23a

check-kernel-bug-7fd1283b-2a9d-4291-9dd4-3a3db79c0d74

check-kernel-bug-837ee709-85b8-4431-aaf7-e7d36c2dc430

check-kernel-bug-8451fa82-ec01-4e52-b271-0e6f3e724205

check-kernel-bug-85a4864c-2928-4d69-be37-51194f614d03

check-kernel-bug-85d7a2be-166d-4b96-aad7-d366430df57a

check-kernel-bug-8a98be00-d9a9-40df-b0f0-f497238e785d

check-kernel-bug-8d7c1fa1-0ef2-46d1-8d9e-5d3492dd0ac2

check-kernel-bug-908c55b5-5ad3-45c4-994d-2dfaf11f57f4

check-kernel-bug-92ebef73-9486-4cbb-a450-78715ef32a69

check-kernel-bug-9bb408f2-4606-4cde-b31c-5f2eb45c62a3

check-kernel-bug-9eabe705-9c98-466e-9c81-d2a5b5aae67b

check-kernel-bug-a93dfb2f-2083-400b-968d-05879f483ca3

check-kernel-bug-a9ac7660-7cb3-4c61-bb65-2a372bede19b

check-kernel-bug-affff334-e4db-41b7-8049-bd16ad73832c

check-kernel-bug-b23ef93c-6b98-4579-87d0-7b3f883aefe2
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

check-kernel-bug-bc1c81af-c12a-4065-95b2-3096559f688d

check-kernel-bug-be061036-59d8-41f6-930a-47ce76bf2946

check-kernel-bug-be322175-7e1c-46ba-b7d7-39e9a57844f8

check-kernel-bug-bfc934b4-b73d-4e82-bfcf-1aeb6fde0541

check-kernel-bug-c1a0d5ee-2129-4984-aa3d-796c711e3445

check-kernel-bug-c41f5bb2-a373-43db-ba74-57e4069c6f36

check-kernel-bug-c5e69eae-7b94-4486-9670-b47e93d2a090

check-kernel-bug-cadfc3cb-74bc-4c15-824c-a85685f5333e

check-kernel-bug-d2b65ff5-69f9-4897-a0ac-eb5aaeb86a3e

check-kernel-bug-d3e34334-f4d5-4c67-99cf-95eba9ba7ea0

check-kernel-bug-d5747c90-799c-49d4-973e-65ca678d735c

check-kernel-bug-d984e4c7-4b80-4ba8-b8ea-76899950c75a

check-kernel-bug-dfb25e24-163f-470a-9b31-53cf1ac96751

check-kernel-bug-e63ba377-231f-4df6-8e3f-661422bf30dc

check-kernel-bug-f04974d6-d162-4c0a-ac68-77e8a62ccdfd

check-kernel-bug-f2146ba9-8ac7-4cfa-b285-f7f8c08f96fb

check-kernel-bug-f6c64ee0-ea8a-4987-9eae-b764d01e2544

check-kernel-bug-fb72851b-e8a1-4c42-b61e-82ea39692ad1

check-kernel-bug-fe5f5271-9da2-452d-b25e-712a7d9b3b83

check-kernel-bug-fe94d939-4afe-4c60-8659-603c821cf598

check-kernel-exception-01e58bcf-28bd-4ab4-8b2c-f92a6e7fabe5

check-kernel-exception-04a29e6c-e25c-44c4-bd86-d165e9718b93

check-kernel-exception-0abf3604-8ccb-45bb-95fc-22768e67a832
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

check-kernel-exception-110f2761-ded5-4865-be55-c6d5a32a58b1

check-kernel-exception-150cbd97-ef5c-4caa-8e13-3bb933c6f1de

check-kernel-exception-1599246b-f071-4dce-9a5b-6eb16f769921

check-kernel-exception-1a2c3125-8e08-496b-928a-2b6745384c26

check-kernel-exception-1a33dc4f-ceed-46cd-8e46-8732bac878ef

check-kernel-exception-204eb6f3-bc1f-4edd-a2d7-f7a771e193cd

check-kernel-exception-21a1dce8-af25-44ed-8022-e52a825d2eb3

check-kernel-exception-2321809

check-kernel-exception-2321810

check-kernel-exception-2321811.0

check-kernel-exception-2321811.1

check-kernel-exception-2321813.0

check-kernel-exception-2321813.1

check-kernel-exception-2321815.0

check-kernel-exception-2321815.1

check-kernel-exception-2321817.0

check-kernel-exception-2321817.1

check-kernel-exception-2321819.0

check-kernel-exception-2321819.1

check-kernel-exception-2321821.0

check-kernel-exception-2321821.1

check-kernel-exception-2321823.0

check-kernel-exception-2321823.1
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

check-kernel-exception-2321825.0

check-kernel-exception-2321825.1

check-kernel-exception-2321954.0

check-kernel-exception-2321954.1

check-kernel-exception-266fcb61-e431-4e3f-adf2-99a67dc7a040

check-kernel-exception-298bdfdd-33e4-469f-841d-39b05a7ba68d

check-kernel-exception-2b777175-7e46-48f8-9948-5e5ce33e347b

check-kernel-exception-30bb1e7e-4f4b-4ddd-a2df-d667f7f3a234

check-kernel-exception-34d929ff-f304-4233-99e6-25c6c2493df7

check-kernel-exception-39dcaeeb-37eb-44f0-b8c1-d6de43a7145a

check-kernel-exception-3bf9556a-47d3-44b3-9fba-df66b869758c

check-kernel-exception-3c18076d-b81b-4176-999b-7cdbb127734c

check-kernel-exception-3c9dcdd3-6e81-45a2-92a3-1525af130679

check-kernel-exception-40d9b6ed-93b1-41ca-aabe-440daaffc75a

check-kernel-exception-44dde00f-ffcf-4a75-a757-12e2dc57513d

check-kernel-exception-4b31a8b1-a63e-408c-bf86-b4bd85acea6a

check-kernel-exception-4e963495-6638-4bcc-a90b-e8a07005a5be

check-kernel-exception-5e1c8d2e-e658-45cd-b820-998562b16d1f

check-kernel-exception-6315f0ea-d40a-4ae8-bedb-4e4a1956abc3

check-kernel-exception-64ada2ab-8183-4b34-bfed-5ede88ece38a

check-kernel-exception-6558d7da-dfc8-4667-abf7-fee23fb1847c

check-kernel-exception-65e4b1c8-ad74-4f8f-a16e-64104099b678

check-kernel-exception-69046a40-f44a-4dc6-96e0-87b35ac2fc69
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

check-kernel-exception-6a0fb4e4-5a60-4506-81ee-7a42df16ec1e

check-kernel-exception-6e73c77d-11b4-4108-8d0c-569644274b85

check-kernel-exception-73dcbb84-9e6a-47d3-bb2d-6d77c8de6750

check-kernel-exception-782509a3-e0ae-47f2-9c50-acaf4fa9ec29

check-kernel-exception-792b155d-f53b-4311-acf5-997b0023354c

check-kernel-exception-7ad21f02-7f60-435f-aab9-9cab1c7150f5

check-kernel-exception-7c29561b-e706-48d8-b6c5-db15e572f23a

check-kernel-exception-7fd1283b-2a9d-4291-9dd4-3a3db79c0d74

check-kernel-exception-837ee709-85b8-4431-aaf7-e7d36c2dc430

check-kernel-exception-8451fa82-ec01-4e52-b271-0e6f3e724205

check-kernel-exception-85a4864c-2928-4d69-be37-51194f614d03

check-kernel-exception-85d7a2be-166d-4b96-aad7-d366430df57a

check-kernel-exception-8a98be00-d9a9-40df-b0f0-f497238e785d

check-kernel-exception-8d7c1fa1-0ef2-46d1-8d9e-5d3492dd0ac2

check-kernel-exception-908c55b5-5ad3-45c4-994d-2dfaf11f57f4

check-kernel-exception-92ebef73-9486-4cbb-a450-78715ef32a69

check-kernel-exception-9bb408f2-4606-4cde-b31c-5f2eb45c62a3

check-kernel-exception-9eabe705-9c98-466e-9c81-d2a5b5aae67b

check-kernel-exception-a93dfb2f-2083-400b-968d-05879f483ca3

check-kernel-exception-a9ac7660-7cb3-4c61-bb65-2a372bede19b

check-kernel-exception-affff334-e4db-41b7-8049-bd16ad73832c

check-kernel-exception-b23ef93c-6b98-4579-87d0-7b3f883aefe2

check-kernel-exception-bc1c81af-c12a-4065-95b2-3096559f688d
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

check-kernel-exception-be061036-59d8-41f6-930a-47ce76bf2946

check-kernel-exception-be322175-7e1c-46ba-b7d7-39e9a57844f8

check-kernel-exception-bfc934b4-b73d-4e82-bfcf-1aeb6fde0541

check-kernel-exception-c1a0d5ee-2129-4984-aa3d-796c711e3445

check-kernel-exception-c41f5bb2-a373-43db-ba74-57e4069c6f36

check-kernel-exception-c5e69eae-7b94-4486-9670-b47e93d2a090

check-kernel-exception-cadfc3cb-74bc-4c15-824c-a85685f5333e

check-kernel-exception-d2b65ff5-69f9-4897-a0ac-eb5aaeb86a3e

check-kernel-exception-d3e34334-f4d5-4c67-99cf-95eba9ba7ea0

check-kernel-exception-d5747c90-799c-49d4-973e-65ca678d735c

check-kernel-exception-d984e4c7-4b80-4ba8-b8ea-76899950c75a

check-kernel-exception-dfb25e24-163f-470a-9b31-53cf1ac96751

check-kernel-exception-e63ba377-231f-4df6-8e3f-661422bf30dc

check-kernel-exception-f04974d6-d162-4c0a-ac68-77e8a62ccdfd

check-kernel-exception-f2146ba9-8ac7-4cfa-b285-f7f8c08f96fb

check-kernel-exception-f6c64ee0-ea8a-4987-9eae-b764d01e2544

check-kernel-exception-fb72851b-e8a1-4c42-b61e-82ea39692ad1

check-kernel-exception-fe5f5271-9da2-452d-b25e-712a7d9b3b83

check-kernel-exception-fe94d939-4afe-4c60-8659-603c821cf598

check-kernel-fault-01e58bcf-28bd-4ab4-8b2c-f92a6e7fabe5

check-kernel-fault-04a29e6c-e25c-44c4-bd86-d165e9718b93

check-kernel-fault-0abf3604-8ccb-45bb-95fc-22768e67a832

check-kernel-fault-110f2761-ded5-4865-be55-c6d5a32a58b1
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

check-kernel-fault-150cbd97-ef5c-4caa-8e13-3bb933c6f1de

check-kernel-fault-1599246b-f071-4dce-9a5b-6eb16f769921

check-kernel-fault-1a2c3125-8e08-496b-928a-2b6745384c26

check-kernel-fault-1a33dc4f-ceed-46cd-8e46-8732bac878ef

check-kernel-fault-204eb6f3-bc1f-4edd-a2d7-f7a771e193cd

check-kernel-fault-21a1dce8-af25-44ed-8022-e52a825d2eb3

check-kernel-fault-2321809

check-kernel-fault-2321810

check-kernel-fault-2321811.0

check-kernel-fault-2321811.1

check-kernel-fault-2321813.0

check-kernel-fault-2321813.1

check-kernel-fault-2321815.0

check-kernel-fault-2321815.1

check-kernel-fault-2321817.0

check-kernel-fault-2321817.1

check-kernel-fault-2321819.0

check-kernel-fault-2321819.1

check-kernel-fault-2321821.0

check-kernel-fault-2321821.1

check-kernel-fault-2321823.0

check-kernel-fault-2321823.1

check-kernel-fault-2321825.0
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

check-kernel-fault-2321825.1

check-kernel-fault-2321954.0

check-kernel-fault-2321954.1

check-kernel-fault-266fcb61-e431-4e3f-adf2-99a67dc7a040

check-kernel-fault-298bdfdd-33e4-469f-841d-39b05a7ba68d

check-kernel-fault-2b777175-7e46-48f8-9948-5e5ce33e347b

check-kernel-fault-30bb1e7e-4f4b-4ddd-a2df-d667f7f3a234

check-kernel-fault-34d929ff-f304-4233-99e6-25c6c2493df7

check-kernel-fault-39dcaeeb-37eb-44f0-b8c1-d6de43a7145a

check-kernel-fault-3bf9556a-47d3-44b3-9fba-df66b869758c

check-kernel-fault-3c18076d-b81b-4176-999b-7cdbb127734c

check-kernel-fault-3c9dcdd3-6e81-45a2-92a3-1525af130679

check-kernel-fault-40d9b6ed-93b1-41ca-aabe-440daaffc75a

check-kernel-fault-44dde00f-ffcf-4a75-a757-12e2dc57513d

check-kernel-fault-4b31a8b1-a63e-408c-bf86-b4bd85acea6a

check-kernel-fault-4e963495-6638-4bcc-a90b-e8a07005a5be

check-kernel-fault-5e1c8d2e-e658-45cd-b820-998562b16d1f

check-kernel-fault-6315f0ea-d40a-4ae8-bedb-4e4a1956abc3

check-kernel-fault-64ada2ab-8183-4b34-bfed-5ede88ece38a

check-kernel-fault-6558d7da-dfc8-4667-abf7-fee23fb1847c

check-kernel-fault-65e4b1c8-ad74-4f8f-a16e-64104099b678

check-kernel-fault-69046a40-f44a-4dc6-96e0-87b35ac2fc69

check-kernel-fault-6a0fb4e4-5a60-4506-81ee-7a42df16ec1e
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

check-kernel-fault-6e73c77d-11b4-4108-8d0c-569644274b85

check-kernel-fault-73dcbb84-9e6a-47d3-bb2d-6d77c8de6750

check-kernel-fault-782509a3-e0ae-47f2-9c50-acaf4fa9ec29

check-kernel-fault-792b155d-f53b-4311-acf5-997b0023354c

check-kernel-fault-7ad21f02-7f60-435f-aab9-9cab1c7150f5

check-kernel-fault-7c29561b-e706-48d8-b6c5-db15e572f23a

check-kernel-fault-7fd1283b-2a9d-4291-9dd4-3a3db79c0d74

check-kernel-fault-837ee709-85b8-4431-aaf7-e7d36c2dc430

check-kernel-fault-8451fa82-ec01-4e52-b271-0e6f3e724205

check-kernel-fault-85a4864c-2928-4d69-be37-51194f614d03

check-kernel-fault-85d7a2be-166d-4b96-aad7-d366430df57a

check-kernel-fault-8a98be00-d9a9-40df-b0f0-f497238e785d

check-kernel-fault-8d7c1fa1-0ef2-46d1-8d9e-5d3492dd0ac2

check-kernel-fault-908c55b5-5ad3-45c4-994d-2dfaf11f57f4

check-kernel-fault-92ebef73-9486-4cbb-a450-78715ef32a69

check-kernel-fault-9bb408f2-4606-4cde-b31c-5f2eb45c62a3

check-kernel-fault-9eabe705-9c98-466e-9c81-d2a5b5aae67b

check-kernel-fault-a93dfb2f-2083-400b-968d-05879f483ca3

check-kernel-fault-a9ac7660-7cb3-4c61-bb65-2a372bede19b

check-kernel-fault-affff334-e4db-41b7-8049-bd16ad73832c

check-kernel-fault-b23ef93c-6b98-4579-87d0-7b3f883aefe2

check-kernel-fault-bc1c81af-c12a-4065-95b2-3096559f688d

check-kernel-fault-be061036-59d8-41f6-930a-47ce76bf2946
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

check-kernel-fault-be322175-7e1c-46ba-b7d7-39e9a57844f8

check-kernel-fault-bfc934b4-b73d-4e82-bfcf-1aeb6fde0541

check-kernel-fault-c1a0d5ee-2129-4984-aa3d-796c711e3445

check-kernel-fault-c41f5bb2-a373-43db-ba74-57e4069c6f36

check-kernel-fault-c5e69eae-7b94-4486-9670-b47e93d2a090

check-kernel-fault-cadfc3cb-74bc-4c15-824c-a85685f5333e

check-kernel-fault-d2b65ff5-69f9-4897-a0ac-eb5aaeb86a3e

check-kernel-fault-d3e34334-f4d5-4c67-99cf-95eba9ba7ea0

check-kernel-fault-d5747c90-799c-49d4-973e-65ca678d735c

check-kernel-fault-d984e4c7-4b80-4ba8-b8ea-76899950c75a

check-kernel-fault-dfb25e24-163f-470a-9b31-53cf1ac96751

check-kernel-fault-e63ba377-231f-4df6-8e3f-661422bf30dc

check-kernel-fault-f04974d6-d162-4c0a-ac68-77e8a62ccdfd

check-kernel-fault-f2146ba9-8ac7-4cfa-b285-f7f8c08f96fb

check-kernel-fault-f6c64ee0-ea8a-4987-9eae-b764d01e2544

check-kernel-fault-fb72851b-e8a1-4c42-b61e-82ea39692ad1

check-kernel-fault-fe5f5271-9da2-452d-b25e-712a7d9b3b83

check-kernel-fault-fe94d939-4afe-4c60-8659-603c821cf598

check-kernel-invalid-opcode-01e58bcf-28bd-4ab4-8b2c-f92a6e7fabe5

check-kernel-invalid-opcode-04a29e6c-e25c-44c4-bd86-d165e9718b93

check-kernel-invalid-opcode-0abf3604-8ccb-45bb-95fc-22768e67a832

check-kernel-invalid-opcode-110f2761-ded5-4865-be55-c6d5a32a58b1

check-kernel-invalid-opcode-150cbd97-ef5c-4caa-8e13-3bb933c6f1de

Schneider Electric Test Report -  2020.09-Dunfell.1 5.4 release Test Results 47 of 166



pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

check-kernel-invalid-opcode-1599246b-f071-4dce-9a5b-6eb16f769921

check-kernel-invalid-opcode-1a2c3125-8e08-496b-928a-2b6745384c26

check-kernel-invalid-opcode-1a33dc4f-ceed-46cd-8e46-8732bac878ef

check-kernel-invalid-opcode-204eb6f3-bc1f-4edd-a2d7-f7a771e193cd

check-kernel-invalid-opcode-21a1dce8-af25-44ed-8022-e52a825d2eb3

check-kernel-invalid-opcode-2321809

check-kernel-invalid-opcode-2321810

check-kernel-invalid-opcode-2321811.0

check-kernel-invalid-opcode-2321811.1

check-kernel-invalid-opcode-2321813.0

check-kernel-invalid-opcode-2321813.1

check-kernel-invalid-opcode-2321815.0

check-kernel-invalid-opcode-2321815.1

check-kernel-invalid-opcode-2321817.0

check-kernel-invalid-opcode-2321817.1

check-kernel-invalid-opcode-2321819.0

check-kernel-invalid-opcode-2321819.1

check-kernel-invalid-opcode-2321821.0

check-kernel-invalid-opcode-2321821.1

check-kernel-invalid-opcode-2321823.0

check-kernel-invalid-opcode-2321823.1

check-kernel-invalid-opcode-2321825.0

check-kernel-invalid-opcode-2321825.1
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

check-kernel-invalid-opcode-2321954.0

check-kernel-invalid-opcode-2321954.1

check-kernel-invalid-opcode-266fcb61-e431-4e3f-adf2-99a67dc7a040

check-kernel-invalid-opcode-298bdfdd-33e4-469f-841d-39b05a7ba68d

check-kernel-invalid-opcode-2b777175-7e46-48f8-9948-5e5ce33e347b

check-kernel-invalid-opcode-30bb1e7e-4f4b-4ddd-a2df-d667f7f3a234

check-kernel-invalid-opcode-34d929ff-f304-4233-99e6-25c6c2493df7

check-kernel-invalid-opcode-39dcaeeb-37eb-44f0-b8c1-d6de43a7145a

check-kernel-invalid-opcode-3bf9556a-47d3-44b3-9fba-df66b869758c

check-kernel-invalid-opcode-3c18076d-b81b-4176-999b-7cdbb127734c

check-kernel-invalid-opcode-3c9dcdd3-6e81-45a2-92a3-1525af130679

check-kernel-invalid-opcode-40d9b6ed-93b1-41ca-aabe-440daaffc75a

check-kernel-invalid-opcode-44dde00f-ffcf-4a75-a757-12e2dc57513d

check-kernel-invalid-opcode-4b31a8b1-a63e-408c-bf86-b4bd85acea6a

check-kernel-invalid-opcode-4e963495-6638-4bcc-a90b-e8a07005a5be

check-kernel-invalid-opcode-5e1c8d2e-e658-45cd-b820-998562b16d1f

check-kernel-invalid-opcode-6315f0ea-d40a-4ae8-bedb-4e4a1956abc3

check-kernel-invalid-opcode-64ada2ab-8183-4b34-bfed-5ede88ece38a

check-kernel-invalid-opcode-6558d7da-dfc8-4667-abf7-fee23fb1847c

check-kernel-invalid-opcode-65e4b1c8-ad74-4f8f-a16e-64104099b678

check-kernel-invalid-opcode-69046a40-f44a-4dc6-96e0-87b35ac2fc69

check-kernel-invalid-opcode-6a0fb4e4-5a60-4506-81ee-7a42df16ec1e

check-kernel-invalid-opcode-6e73c77d-11b4-4108-8d0c-569644274b85
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

check-kernel-invalid-opcode-73dcbb84-9e6a-47d3-bb2d-6d77c8de6750

check-kernel-invalid-opcode-782509a3-e0ae-47f2-9c50-acaf4fa9ec29

check-kernel-invalid-opcode-792b155d-f53b-4311-acf5-997b0023354c

check-kernel-invalid-opcode-7ad21f02-7f60-435f-aab9-9cab1c7150f5

check-kernel-invalid-opcode-7c29561b-e706-48d8-b6c5-db15e572f23a

check-kernel-invalid-opcode-7fd1283b-2a9d-4291-9dd4-3a3db79c0d74

check-kernel-invalid-opcode-837ee709-85b8-4431-aaf7-e7d36c2dc430

check-kernel-invalid-opcode-8451fa82-ec01-4e52-b271-0e6f3e724205

check-kernel-invalid-opcode-85a4864c-2928-4d69-be37-51194f614d03

check-kernel-invalid-opcode-85d7a2be-166d-4b96-aad7-d366430df57a

check-kernel-invalid-opcode-8a98be00-d9a9-40df-b0f0-f497238e785d

check-kernel-invalid-opcode-8d7c1fa1-0ef2-46d1-8d9e-5d3492dd0ac2

check-kernel-invalid-opcode-908c55b5-5ad3-45c4-994d-2dfaf11f57f4

check-kernel-invalid-opcode-92ebef73-9486-4cbb-a450-78715ef32a69

check-kernel-invalid-opcode-9bb408f2-4606-4cde-b31c-5f2eb45c62a3

check-kernel-invalid-opcode-9eabe705-9c98-466e-9c81-d2a5b5aae67b

check-kernel-invalid-opcode-a93dfb2f-2083-400b-968d-05879f483ca3

check-kernel-invalid-opcode-a9ac7660-7cb3-4c61-bb65-2a372bede19b

check-kernel-invalid-opcode-affff334-e4db-41b7-8049-bd16ad73832c

check-kernel-invalid-opcode-b23ef93c-6b98-4579-87d0-7b3f883aefe2

check-kernel-invalid-opcode-bc1c81af-c12a-4065-95b2-3096559f688d

check-kernel-invalid-opcode-be061036-59d8-41f6-930a-47ce76bf2946

check-kernel-invalid-opcode-be322175-7e1c-46ba-b7d7-39e9a57844f8
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

check-kernel-invalid-opcode-bfc934b4-b73d-4e82-bfcf-1aeb6fde0541

check-kernel-invalid-opcode-c1a0d5ee-2129-4984-aa3d-796c711e3445

check-kernel-invalid-opcode-c41f5bb2-a373-43db-ba74-57e4069c6f36

check-kernel-invalid-opcode-c5e69eae-7b94-4486-9670-b47e93d2a090

check-kernel-invalid-opcode-cadfc3cb-74bc-4c15-824c-a85685f5333e

check-kernel-invalid-opcode-d2b65ff5-69f9-4897-a0ac-eb5aaeb86a3e

check-kernel-invalid-opcode-d3e34334-f4d5-4c67-99cf-95eba9ba7ea0

check-kernel-invalid-opcode-d5747c90-799c-49d4-973e-65ca678d735c

check-kernel-invalid-opcode-d984e4c7-4b80-4ba8-b8ea-76899950c75a

check-kernel-invalid-opcode-dfb25e24-163f-470a-9b31-53cf1ac96751

check-kernel-invalid-opcode-e63ba377-231f-4df6-8e3f-661422bf30dc

check-kernel-invalid-opcode-f04974d6-d162-4c0a-ac68-77e8a62ccdfd

check-kernel-invalid-opcode-f2146ba9-8ac7-4cfa-b285-f7f8c08f96fb

check-kernel-invalid-opcode-f6c64ee0-ea8a-4987-9eae-b764d01e2544

check-kernel-invalid-opcode-fb72851b-e8a1-4c42-b61e-82ea39692ad1

check-kernel-invalid-opcode-fe5f5271-9da2-452d-b25e-712a7d9b3b83

check-kernel-invalid-opcode-fe94d939-4afe-4c60-8659-603c821cf598

check-kernel-oops-01e58bcf-28bd-4ab4-8b2c-f92a6e7fabe5

check-kernel-oops-04a29e6c-e25c-44c4-bd86-d165e9718b93

check-kernel-oops-0abf3604-8ccb-45bb-95fc-22768e67a832

check-kernel-oops-110f2761-ded5-4865-be55-c6d5a32a58b1

check-kernel-oops-150cbd97-ef5c-4caa-8e13-3bb933c6f1de

check-kernel-oops-1599246b-f071-4dce-9a5b-6eb16f769921
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

check-kernel-oops-1a2c3125-8e08-496b-928a-2b6745384c26

check-kernel-oops-1a33dc4f-ceed-46cd-8e46-8732bac878ef

check-kernel-oops-204eb6f3-bc1f-4edd-a2d7-f7a771e193cd

check-kernel-oops-21a1dce8-af25-44ed-8022-e52a825d2eb3

check-kernel-oops-2321809

check-kernel-oops-2321810

check-kernel-oops-2321811.0

check-kernel-oops-2321811.1

check-kernel-oops-2321813.0

check-kernel-oops-2321813.1

check-kernel-oops-2321815.0

check-kernel-oops-2321815.1

check-kernel-oops-2321817.0

check-kernel-oops-2321817.1

check-kernel-oops-2321819.0

check-kernel-oops-2321819.1

check-kernel-oops-2321821.0

check-kernel-oops-2321821.1

check-kernel-oops-2321823.0

check-kernel-oops-2321823.1

check-kernel-oops-2321825.0

check-kernel-oops-2321825.1

check-kernel-oops-2321954.0
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

check-kernel-oops-2321954.1

check-kernel-oops-266fcb61-e431-4e3f-adf2-99a67dc7a040

check-kernel-oops-298bdfdd-33e4-469f-841d-39b05a7ba68d

check-kernel-oops-2b777175-7e46-48f8-9948-5e5ce33e347b

check-kernel-oops-30bb1e7e-4f4b-4ddd-a2df-d667f7f3a234

check-kernel-oops-34d929ff-f304-4233-99e6-25c6c2493df7

check-kernel-oops-39dcaeeb-37eb-44f0-b8c1-d6de43a7145a

check-kernel-oops-3bf9556a-47d3-44b3-9fba-df66b869758c

check-kernel-oops-3c18076d-b81b-4176-999b-7cdbb127734c

check-kernel-oops-3c9dcdd3-6e81-45a2-92a3-1525af130679

check-kernel-oops-40d9b6ed-93b1-41ca-aabe-440daaffc75a

check-kernel-oops-44dde00f-ffcf-4a75-a757-12e2dc57513d

check-kernel-oops-4b31a8b1-a63e-408c-bf86-b4bd85acea6a

check-kernel-oops-4e963495-6638-4bcc-a90b-e8a07005a5be

check-kernel-oops-5e1c8d2e-e658-45cd-b820-998562b16d1f

check-kernel-oops-6315f0ea-d40a-4ae8-bedb-4e4a1956abc3

check-kernel-oops-64ada2ab-8183-4b34-bfed-5ede88ece38a

check-kernel-oops-6558d7da-dfc8-4667-abf7-fee23fb1847c

check-kernel-oops-65e4b1c8-ad74-4f8f-a16e-64104099b678

check-kernel-oops-69046a40-f44a-4dc6-96e0-87b35ac2fc69

check-kernel-oops-6a0fb4e4-5a60-4506-81ee-7a42df16ec1e

check-kernel-oops-6e73c77d-11b4-4108-8d0c-569644274b85

check-kernel-oops-73dcbb84-9e6a-47d3-bb2d-6d77c8de6750
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

check-kernel-oops-782509a3-e0ae-47f2-9c50-acaf4fa9ec29

check-kernel-oops-792b155d-f53b-4311-acf5-997b0023354c

check-kernel-oops-7ad21f02-7f60-435f-aab9-9cab1c7150f5

check-kernel-oops-7c29561b-e706-48d8-b6c5-db15e572f23a

check-kernel-oops-7fd1283b-2a9d-4291-9dd4-3a3db79c0d74

check-kernel-oops-837ee709-85b8-4431-aaf7-e7d36c2dc430

check-kernel-oops-8451fa82-ec01-4e52-b271-0e6f3e724205

check-kernel-oops-85a4864c-2928-4d69-be37-51194f614d03

check-kernel-oops-85d7a2be-166d-4b96-aad7-d366430df57a

check-kernel-oops-8a98be00-d9a9-40df-b0f0-f497238e785d

check-kernel-oops-8d7c1fa1-0ef2-46d1-8d9e-5d3492dd0ac2

check-kernel-oops-908c55b5-5ad3-45c4-994d-2dfaf11f57f4

check-kernel-oops-92ebef73-9486-4cbb-a450-78715ef32a69

check-kernel-oops-9bb408f2-4606-4cde-b31c-5f2eb45c62a3

check-kernel-oops-9eabe705-9c98-466e-9c81-d2a5b5aae67b

check-kernel-oops-a93dfb2f-2083-400b-968d-05879f483ca3

check-kernel-oops-a9ac7660-7cb3-4c61-bb65-2a372bede19b

check-kernel-oops-affff334-e4db-41b7-8049-bd16ad73832c

check-kernel-oops-b23ef93c-6b98-4579-87d0-7b3f883aefe2

check-kernel-oops-bc1c81af-c12a-4065-95b2-3096559f688d

check-kernel-oops-be061036-59d8-41f6-930a-47ce76bf2946

check-kernel-oops-be322175-7e1c-46ba-b7d7-39e9a57844f8

check-kernel-oops-bfc934b4-b73d-4e82-bfcf-1aeb6fde0541
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

check-kernel-oops-c1a0d5ee-2129-4984-aa3d-796c711e3445

check-kernel-oops-c41f5bb2-a373-43db-ba74-57e4069c6f36

check-kernel-oops-c5e69eae-7b94-4486-9670-b47e93d2a090

check-kernel-oops-cadfc3cb-74bc-4c15-824c-a85685f5333e

check-kernel-oops-d2b65ff5-69f9-4897-a0ac-eb5aaeb86a3e

check-kernel-oops-d3e34334-f4d5-4c67-99cf-95eba9ba7ea0

check-kernel-oops-d5747c90-799c-49d4-973e-65ca678d735c

check-kernel-oops-d984e4c7-4b80-4ba8-b8ea-76899950c75a

check-kernel-oops-dfb25e24-163f-470a-9b31-53cf1ac96751

check-kernel-oops-e63ba377-231f-4df6-8e3f-661422bf30dc

check-kernel-oops-f04974d6-d162-4c0a-ac68-77e8a62ccdfd

check-kernel-oops-f2146ba9-8ac7-4cfa-b285-f7f8c08f96fb

check-kernel-oops-f6c64ee0-ea8a-4987-9eae-b764d01e2544

check-kernel-oops-fb72851b-e8a1-4c42-b61e-82ea39692ad1

check-kernel-oops-fe5f5271-9da2-452d-b25e-712a7d9b3b83

check-kernel-oops-fe94d939-4afe-4c60-8659-603c821cf598

check-kernel-panic-01e58bcf-28bd-4ab4-8b2c-f92a6e7fabe5

check-kernel-panic-04a29e6c-e25c-44c4-bd86-d165e9718b93

check-kernel-panic-0abf3604-8ccb-45bb-95fc-22768e67a832

check-kernel-panic-110f2761-ded5-4865-be55-c6d5a32a58b1

check-kernel-panic-150cbd97-ef5c-4caa-8e13-3bb933c6f1de

check-kernel-panic-1599246b-f071-4dce-9a5b-6eb16f769921

check-kernel-panic-1a2c3125-8e08-496b-928a-2b6745384c26
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

check-kernel-panic-1a33dc4f-ceed-46cd-8e46-8732bac878ef

check-kernel-panic-204eb6f3-bc1f-4edd-a2d7-f7a771e193cd

check-kernel-panic-21a1dce8-af25-44ed-8022-e52a825d2eb3

check-kernel-panic-2321809

check-kernel-panic-2321810

check-kernel-panic-2321811.0

check-kernel-panic-2321811.1

check-kernel-panic-2321813.0

check-kernel-panic-2321813.1

check-kernel-panic-2321815.0

check-kernel-panic-2321815.1

check-kernel-panic-2321817.0

check-kernel-panic-2321817.1

check-kernel-panic-2321819.0

check-kernel-panic-2321819.1

check-kernel-panic-2321821.0

check-kernel-panic-2321821.1

check-kernel-panic-2321823.0

check-kernel-panic-2321823.1

check-kernel-panic-2321825.0

check-kernel-panic-2321825.1

check-kernel-panic-2321954.0

check-kernel-panic-2321954.1
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

check-kernel-panic-266fcb61-e431-4e3f-adf2-99a67dc7a040

check-kernel-panic-298bdfdd-33e4-469f-841d-39b05a7ba68d

check-kernel-panic-2b777175-7e46-48f8-9948-5e5ce33e347b

check-kernel-panic-30bb1e7e-4f4b-4ddd-a2df-d667f7f3a234

check-kernel-panic-34d929ff-f304-4233-99e6-25c6c2493df7

check-kernel-panic-39dcaeeb-37eb-44f0-b8c1-d6de43a7145a

check-kernel-panic-3bf9556a-47d3-44b3-9fba-df66b869758c

check-kernel-panic-3c18076d-b81b-4176-999b-7cdbb127734c

check-kernel-panic-3c9dcdd3-6e81-45a2-92a3-1525af130679

check-kernel-panic-40d9b6ed-93b1-41ca-aabe-440daaffc75a

check-kernel-panic-44dde00f-ffcf-4a75-a757-12e2dc57513d

check-kernel-panic-4b31a8b1-a63e-408c-bf86-b4bd85acea6a

check-kernel-panic-4e963495-6638-4bcc-a90b-e8a07005a5be

check-kernel-panic-5e1c8d2e-e658-45cd-b820-998562b16d1f

check-kernel-panic-6315f0ea-d40a-4ae8-bedb-4e4a1956abc3

check-kernel-panic-64ada2ab-8183-4b34-bfed-5ede88ece38a

check-kernel-panic-6558d7da-dfc8-4667-abf7-fee23fb1847c

check-kernel-panic-65e4b1c8-ad74-4f8f-a16e-64104099b678

check-kernel-panic-69046a40-f44a-4dc6-96e0-87b35ac2fc69

check-kernel-panic-6a0fb4e4-5a60-4506-81ee-7a42df16ec1e

check-kernel-panic-6e73c77d-11b4-4108-8d0c-569644274b85

check-kernel-panic-73dcbb84-9e6a-47d3-bb2d-6d77c8de6750

check-kernel-panic-782509a3-e0ae-47f2-9c50-acaf4fa9ec29
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

check-kernel-panic-792b155d-f53b-4311-acf5-997b0023354c

check-kernel-panic-7ad21f02-7f60-435f-aab9-9cab1c7150f5

check-kernel-panic-7c29561b-e706-48d8-b6c5-db15e572f23a

check-kernel-panic-7fd1283b-2a9d-4291-9dd4-3a3db79c0d74

check-kernel-panic-837ee709-85b8-4431-aaf7-e7d36c2dc430

check-kernel-panic-8451fa82-ec01-4e52-b271-0e6f3e724205

check-kernel-panic-85a4864c-2928-4d69-be37-51194f614d03

check-kernel-panic-85d7a2be-166d-4b96-aad7-d366430df57a

check-kernel-panic-8a98be00-d9a9-40df-b0f0-f497238e785d

check-kernel-panic-8d7c1fa1-0ef2-46d1-8d9e-5d3492dd0ac2

check-kernel-panic-908c55b5-5ad3-45c4-994d-2dfaf11f57f4

check-kernel-panic-92ebef73-9486-4cbb-a450-78715ef32a69

check-kernel-panic-9bb408f2-4606-4cde-b31c-5f2eb45c62a3

check-kernel-panic-9eabe705-9c98-466e-9c81-d2a5b5aae67b

check-kernel-panic-a93dfb2f-2083-400b-968d-05879f483ca3

check-kernel-panic-a9ac7660-7cb3-4c61-bb65-2a372bede19b

check-kernel-panic-affff334-e4db-41b7-8049-bd16ad73832c

check-kernel-panic-b23ef93c-6b98-4579-87d0-7b3f883aefe2

check-kernel-panic-bc1c81af-c12a-4065-95b2-3096559f688d

check-kernel-panic-be061036-59d8-41f6-930a-47ce76bf2946

check-kernel-panic-be322175-7e1c-46ba-b7d7-39e9a57844f8

check-kernel-panic-bfc934b4-b73d-4e82-bfcf-1aeb6fde0541

check-kernel-panic-c1a0d5ee-2129-4984-aa3d-796c711e3445
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

check-kernel-panic-c41f5bb2-a373-43db-ba74-57e4069c6f36

check-kernel-panic-c5e69eae-7b94-4486-9670-b47e93d2a090

check-kernel-panic-cadfc3cb-74bc-4c15-824c-a85685f5333e

check-kernel-panic-d2b65ff5-69f9-4897-a0ac-eb5aaeb86a3e

check-kernel-panic-d3e34334-f4d5-4c67-99cf-95eba9ba7ea0

check-kernel-panic-d5747c90-799c-49d4-973e-65ca678d735c

check-kernel-panic-d984e4c7-4b80-4ba8-b8ea-76899950c75a

check-kernel-panic-dfb25e24-163f-470a-9b31-53cf1ac96751

check-kernel-panic-e63ba377-231f-4df6-8e3f-661422bf30dc

check-kernel-panic-f04974d6-d162-4c0a-ac68-77e8a62ccdfd

check-kernel-panic-f2146ba9-8ac7-4cfa-b285-f7f8c08f96fb

check-kernel-panic-f6c64ee0-ea8a-4987-9eae-b764d01e2544

check-kernel-panic-fb72851b-e8a1-4c42-b61e-82ea39692ad1

check-kernel-panic-fe5f5271-9da2-452d-b25e-712a7d9b3b83

check-kernel-panic-fe94d939-4afe-4c60-8659-603c821cf598

check-kernel-trace-01e58bcf-28bd-4ab4-8b2c-f92a6e7fabe5

check-kernel-trace-04a29e6c-e25c-44c4-bd86-d165e9718b93

check-kernel-trace-0abf3604-8ccb-45bb-95fc-22768e67a832

check-kernel-trace-110f2761-ded5-4865-be55-c6d5a32a58b1

check-kernel-trace-150cbd97-ef5c-4caa-8e13-3bb933c6f1de

check-kernel-trace-1599246b-f071-4dce-9a5b-6eb16f769921

check-kernel-trace-1a2c3125-8e08-496b-928a-2b6745384c26

check-kernel-trace-1a33dc4f-ceed-46cd-8e46-8732bac878ef
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

check-kernel-trace-204eb6f3-bc1f-4edd-a2d7-f7a771e193cd

check-kernel-trace-21a1dce8-af25-44ed-8022-e52a825d2eb3

check-kernel-trace-2321809

check-kernel-trace-2321810

check-kernel-trace-2321811.0

check-kernel-trace-2321811.1

check-kernel-trace-2321813.0

check-kernel-trace-2321813.1

check-kernel-trace-2321815.0

check-kernel-trace-2321815.1

check-kernel-trace-2321817.0

check-kernel-trace-2321817.1

check-kernel-trace-2321819.0

check-kernel-trace-2321819.1

check-kernel-trace-2321821.0

check-kernel-trace-2321821.1

check-kernel-trace-2321823.0

check-kernel-trace-2321823.1

check-kernel-trace-2321825.0

check-kernel-trace-2321825.1

check-kernel-trace-2321954.0

check-kernel-trace-2321954.1

check-kernel-trace-266fcb61-e431-4e3f-adf2-99a67dc7a040
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

check-kernel-trace-298bdfdd-33e4-469f-841d-39b05a7ba68d

check-kernel-trace-2b777175-7e46-48f8-9948-5e5ce33e347b

check-kernel-trace-30bb1e7e-4f4b-4ddd-a2df-d667f7f3a234

check-kernel-trace-34d929ff-f304-4233-99e6-25c6c2493df7

check-kernel-trace-39dcaeeb-37eb-44f0-b8c1-d6de43a7145a

check-kernel-trace-3bf9556a-47d3-44b3-9fba-df66b869758c

check-kernel-trace-3c18076d-b81b-4176-999b-7cdbb127734c

check-kernel-trace-3c9dcdd3-6e81-45a2-92a3-1525af130679

check-kernel-trace-40d9b6ed-93b1-41ca-aabe-440daaffc75a

check-kernel-trace-44dde00f-ffcf-4a75-a757-12e2dc57513d

check-kernel-trace-4b31a8b1-a63e-408c-bf86-b4bd85acea6a

check-kernel-trace-4e963495-6638-4bcc-a90b-e8a07005a5be

check-kernel-trace-5e1c8d2e-e658-45cd-b820-998562b16d1f

check-kernel-trace-6315f0ea-d40a-4ae8-bedb-4e4a1956abc3

check-kernel-trace-64ada2ab-8183-4b34-bfed-5ede88ece38a

check-kernel-trace-6558d7da-dfc8-4667-abf7-fee23fb1847c

check-kernel-trace-65e4b1c8-ad74-4f8f-a16e-64104099b678

check-kernel-trace-69046a40-f44a-4dc6-96e0-87b35ac2fc69

check-kernel-trace-6a0fb4e4-5a60-4506-81ee-7a42df16ec1e

check-kernel-trace-6e73c77d-11b4-4108-8d0c-569644274b85

check-kernel-trace-73dcbb84-9e6a-47d3-bb2d-6d77c8de6750

check-kernel-trace-782509a3-e0ae-47f2-9c50-acaf4fa9ec29

check-kernel-trace-792b155d-f53b-4311-acf5-997b0023354c
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

check-kernel-trace-7ad21f02-7f60-435f-aab9-9cab1c7150f5

check-kernel-trace-7c29561b-e706-48d8-b6c5-db15e572f23a

check-kernel-trace-7fd1283b-2a9d-4291-9dd4-3a3db79c0d74

check-kernel-trace-837ee709-85b8-4431-aaf7-e7d36c2dc430

check-kernel-trace-8451fa82-ec01-4e52-b271-0e6f3e724205

check-kernel-trace-85a4864c-2928-4d69-be37-51194f614d03

check-kernel-trace-85d7a2be-166d-4b96-aad7-d366430df57a

check-kernel-trace-8a98be00-d9a9-40df-b0f0-f497238e785d

check-kernel-trace-8d7c1fa1-0ef2-46d1-8d9e-5d3492dd0ac2

check-kernel-trace-908c55b5-5ad3-45c4-994d-2dfaf11f57f4

check-kernel-trace-92ebef73-9486-4cbb-a450-78715ef32a69

check-kernel-trace-9bb408f2-4606-4cde-b31c-5f2eb45c62a3

check-kernel-trace-9eabe705-9c98-466e-9c81-d2a5b5aae67b

check-kernel-trace-a93dfb2f-2083-400b-968d-05879f483ca3

check-kernel-trace-a9ac7660-7cb3-4c61-bb65-2a372bede19b

check-kernel-trace-affff334-e4db-41b7-8049-bd16ad73832c

check-kernel-trace-b23ef93c-6b98-4579-87d0-7b3f883aefe2

check-kernel-trace-bc1c81af-c12a-4065-95b2-3096559f688d

check-kernel-trace-be061036-59d8-41f6-930a-47ce76bf2946

check-kernel-trace-be322175-7e1c-46ba-b7d7-39e9a57844f8

check-kernel-trace-bfc934b4-b73d-4e82-bfcf-1aeb6fde0541

check-kernel-trace-c1a0d5ee-2129-4984-aa3d-796c711e3445

check-kernel-trace-c41f5bb2-a373-43db-ba74-57e4069c6f36
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

check-kernel-trace-c5e69eae-7b94-4486-9670-b47e93d2a090

check-kernel-trace-cadfc3cb-74bc-4c15-824c-a85685f5333e

check-kernel-trace-d2b65ff5-69f9-4897-a0ac-eb5aaeb86a3e

check-kernel-trace-d3e34334-f4d5-4c67-99cf-95eba9ba7ea0

check-kernel-trace-d5747c90-799c-49d4-973e-65ca678d735c

check-kernel-trace-d984e4c7-4b80-4ba8-b8ea-76899950c75a

check-kernel-trace-dfb25e24-163f-470a-9b31-53cf1ac96751

check-kernel-trace-e63ba377-231f-4df6-8e3f-661422bf30dc

check-kernel-trace-f04974d6-d162-4c0a-ac68-77e8a62ccdfd

check-kernel-trace-f2146ba9-8ac7-4cfa-b285-f7f8c08f96fb

check-kernel-trace-f6c64ee0-ea8a-4987-9eae-b764d01e2544

check-kernel-trace-fb72851b-e8a1-4c42-b61e-82ea39692ad1

check-kernel-trace-fe5f5271-9da2-452d-b25e-712a7d9b3b83

check-kernel-trace-fe94d939-4afe-4c60-8659-603c821cf598

check-kernel-warning-01e58bcf-28bd-4ab4-8b2c-f92a6e7fabe5

check-kernel-warning-04a29e6c-e25c-44c4-bd86-d165e9718b93

check-kernel-warning-0abf3604-8ccb-45bb-95fc-22768e67a832

check-kernel-warning-110f2761-ded5-4865-be55-c6d5a32a58b1

check-kernel-warning-150cbd97-ef5c-4caa-8e13-3bb933c6f1de

check-kernel-warning-1599246b-f071-4dce-9a5b-6eb16f769921

check-kernel-warning-1a2c3125-8e08-496b-928a-2b6745384c26

check-kernel-warning-1a33dc4f-ceed-46cd-8e46-8732bac878ef

check-kernel-warning-204eb6f3-bc1f-4edd-a2d7-f7a771e193cd
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

check-kernel-warning-21a1dce8-af25-44ed-8022-e52a825d2eb3

check-kernel-warning-2321809

check-kernel-warning-2321810

check-kernel-warning-2321811.0

check-kernel-warning-2321811.1

check-kernel-warning-2321813.0

check-kernel-warning-2321813.1

check-kernel-warning-2321815.0

check-kernel-warning-2321815.1

check-kernel-warning-2321817.0

check-kernel-warning-2321817.1

check-kernel-warning-2321819.0

check-kernel-warning-2321819.1

check-kernel-warning-2321821.0

check-kernel-warning-2321821.1

check-kernel-warning-2321823.0

check-kernel-warning-2321823.1

check-kernel-warning-2321825.0

check-kernel-warning-2321825.1

check-kernel-warning-2321954.0

check-kernel-warning-2321954.1

check-kernel-warning-266fcb61-e431-4e3f-adf2-99a67dc7a040

check-kernel-warning-298bdfdd-33e4-469f-841d-39b05a7ba68d

Schneider Electric Test Report -  2020.09-Dunfell.1 5.4 release Test Results 64 of 166



pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

check-kernel-warning-2b777175-7e46-48f8-9948-5e5ce33e347b

check-kernel-warning-30bb1e7e-4f4b-4ddd-a2df-d667f7f3a234

check-kernel-warning-34d929ff-f304-4233-99e6-25c6c2493df7

check-kernel-warning-39dcaeeb-37eb-44f0-b8c1-d6de43a7145a

check-kernel-warning-3bf9556a-47d3-44b3-9fba-df66b869758c

check-kernel-warning-3c18076d-b81b-4176-999b-7cdbb127734c

check-kernel-warning-3c9dcdd3-6e81-45a2-92a3-1525af130679

check-kernel-warning-40d9b6ed-93b1-41ca-aabe-440daaffc75a

check-kernel-warning-44dde00f-ffcf-4a75-a757-12e2dc57513d

check-kernel-warning-4b31a8b1-a63e-408c-bf86-b4bd85acea6a

check-kernel-warning-4e963495-6638-4bcc-a90b-e8a07005a5be

check-kernel-warning-5e1c8d2e-e658-45cd-b820-998562b16d1f

check-kernel-warning-6315f0ea-d40a-4ae8-bedb-4e4a1956abc3

check-kernel-warning-64ada2ab-8183-4b34-bfed-5ede88ece38a

check-kernel-warning-6558d7da-dfc8-4667-abf7-fee23fb1847c

check-kernel-warning-65e4b1c8-ad74-4f8f-a16e-64104099b678

check-kernel-warning-69046a40-f44a-4dc6-96e0-87b35ac2fc69

check-kernel-warning-6a0fb4e4-5a60-4506-81ee-7a42df16ec1e

check-kernel-warning-6e73c77d-11b4-4108-8d0c-569644274b85

check-kernel-warning-73dcbb84-9e6a-47d3-bb2d-6d77c8de6750

check-kernel-warning-782509a3-e0ae-47f2-9c50-acaf4fa9ec29

check-kernel-warning-792b155d-f53b-4311-acf5-997b0023354c

check-kernel-warning-7ad21f02-7f60-435f-aab9-9cab1c7150f5
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

check-kernel-warning-7c29561b-e706-48d8-b6c5-db15e572f23a

check-kernel-warning-7fd1283b-2a9d-4291-9dd4-3a3db79c0d74

check-kernel-warning-837ee709-85b8-4431-aaf7-e7d36c2dc430

check-kernel-warning-8451fa82-ec01-4e52-b271-0e6f3e724205

check-kernel-warning-85a4864c-2928-4d69-be37-51194f614d03

check-kernel-warning-85d7a2be-166d-4b96-aad7-d366430df57a

check-kernel-warning-8a98be00-d9a9-40df-b0f0-f497238e785d

check-kernel-warning-8d7c1fa1-0ef2-46d1-8d9e-5d3492dd0ac2

check-kernel-warning-908c55b5-5ad3-45c4-994d-2dfaf11f57f4

check-kernel-warning-92ebef73-9486-4cbb-a450-78715ef32a69

check-kernel-warning-9bb408f2-4606-4cde-b31c-5f2eb45c62a3

check-kernel-warning-9eabe705-9c98-466e-9c81-d2a5b5aae67b

check-kernel-warning-a93dfb2f-2083-400b-968d-05879f483ca3

check-kernel-warning-a9ac7660-7cb3-4c61-bb65-2a372bede19b

check-kernel-warning-affff334-e4db-41b7-8049-bd16ad73832c

check-kernel-warning-b23ef93c-6b98-4579-87d0-7b3f883aefe2

check-kernel-warning-bc1c81af-c12a-4065-95b2-3096559f688d

check-kernel-warning-be061036-59d8-41f6-930a-47ce76bf2946

check-kernel-warning-be322175-7e1c-46ba-b7d7-39e9a57844f8

check-kernel-warning-bfc934b4-b73d-4e82-bfcf-1aeb6fde0541

check-kernel-warning-c1a0d5ee-2129-4984-aa3d-796c711e3445

check-kernel-warning-c41f5bb2-a373-43db-ba74-57e4069c6f36

check-kernel-warning-c5e69eae-7b94-4486-9670-b47e93d2a090
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

skip

skip

pass

pass

pass

pass

pass

pass

pass

check-kernel-warning-cadfc3cb-74bc-4c15-824c-a85685f5333e

check-kernel-warning-d2b65ff5-69f9-4897-a0ac-eb5aaeb86a3e

check-kernel-warning-d3e34334-f4d5-4c67-99cf-95eba9ba7ea0

check-kernel-warning-d5747c90-799c-49d4-973e-65ca678d735c

check-kernel-warning-d984e4c7-4b80-4ba8-b8ea-76899950c75a

check-kernel-warning-dfb25e24-163f-470a-9b31-53cf1ac96751

check-kernel-warning-e63ba377-231f-4df6-8e3f-661422bf30dc

check-kernel-warning-f04974d6-d162-4c0a-ac68-77e8a62ccdfd

check-kernel-warning-f2146ba9-8ac7-4cfa-b285-f7f8c08f96fb

check-kernel-warning-f6c64ee0-ea8a-4987-9eae-b764d01e2544

check-kernel-warning-fb72851b-e8a1-4c42-b61e-82ea39692ad1

check-kernel-warning-fe5f5271-9da2-452d-b25e-712a7d9b3b83

check-kernel-warning-fe94d939-4afe-4c60-8659-603c821cf598

lynis Lynis

mbedtls mbedtls

mbedtls-internal mbedtls-internal

memory-test

check-address-offset-0x00000000

cmp-100000-200000-10

compute-CRC32-checksum

cp-md-200000

mw-md-100000

print-default-base-address-offset

set-address-offset-0x00000000
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

memtester

Bit-Flip

Bit-Spread

Block-Sequential

Checkerboard

Compare-AND

Compare-DIV

Compare-MUL

Compare-OR

Compare-SUB

Compare-XOR

Random-Value

Sequential-Increment

Solid-Bits

Stuck-Address

Walking-Ones

Walking-Zeroes

memtester-existence-check

memtester-tftp

Bit-Flip

Bit-Spread

Block-Sequential

Checkerboard

Compare-AND

Compare-DIV
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

Compare-MUL

Compare-OR

Compare-SUB

Compare-XOR

Random-Value

Sequential-Increment

Solid-Bits

Stuck-Address

Walking-Ones

Walking-Zeroes

memtester-existence-check

ping-cmds ping

request-server-address-j17
multinode-send-client-request

multinode-wait-server-address

request-server-address-j21
multinode-send-client-request

multinode-wait-server-address

request-server-address-j22
multinode-send-client-request

multinode-wait-server-address

request-server-address-j22-
mtu1508

multinode-send-client-request

multinode-wait-server-address

request-server-address-j23
multinode-send-client-request

multinode-wait-server-address

request-server-address-j23- multinode-send-client-request
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

mtu1508
multinode-wait-server-address

request-server-address-j24
multinode-send-client-request

multinode-wait-server-address

request-server-address-j24-
mtu1508

multinode-send-client-request

multinode-wait-server-address

scp-host-to-target-j17

multinode-send-client-request

multinode-wait-scp-result

scp-host-to-target

scp-host-to-target-j21

multinode-send-client-request

multinode-wait-scp-result

scp-host-to-target

scp-host-to-target-j22

multinode-send-client-request

multinode-wait-scp-result

scp-host-to-target

scp-host-to-target-j22-mtu1508

multinode-send-client-request

multinode-wait-scp-result

scp-host-to-target

scp-host-to-target-j23

multinode-send-client-request

multinode-wait-scp-result

scp-host-to-target

scp-host-to-target-j23-mtu1508

multinode-send-client-request

multinode-wait-scp-result

scp-host-to-target
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

scp-host-to-target-j24

multinode-send-client-request

multinode-wait-scp-result

scp-host-to-target

scp-host-to-target-j24-mtu1508

multinode-send-client-request

multinode-wait-scp-result

scp-host-to-target

scp-target-to-host-j17

multinode-send-client-request

multinode-wait-md5sum-result

scp-target-to-host

scp-target-to-host-j21

multinode-send-client-request

multinode-wait-md5sum-result

scp-target-to-host

scp-target-to-host-j22

multinode-send-client-request

multinode-wait-md5sum-result

scp-target-to-host

scp-target-to-host-j22-mtu1508

multinode-send-client-request

multinode-wait-md5sum-result

scp-target-to-host

scp-target-to-host-j23

multinode-send-client-request

multinode-wait-md5sum-result

scp-target-to-host

scp-target-to-host-j23-mtu1508
multinode-send-client-request

multinode-wait-md5sum-result
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

scp-target-to-host

scp-target-to-host-j24

multinode-send-client-request

multinode-wait-md5sum-result

scp-target-to-host

scp-target-to-host-j24-mtu1508

multinode-send-client-request

multinode-wait-md5sum-result

scp-target-to-host

smoke-tests-tftp

cat

cat

free

free

ip

ip

lsblk

lsblk

lscpu

lscpu

mount

mount

ps

ps

pwd

pwd
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

uname

uname

vmstat

vmstat

spi-eeprom

eeprom-data-access

eeprom-device-exists

eeprom-fill

eeprom-string-access

ssh-host-to-target-j17

multinode-send-client-request

multinode-wait-ssh-result

ssh-host-to-target

ssh-host-to-target-j21

multinode-send-client-request

multinode-wait-ssh-result

ssh-host-to-target

ssh-host-to-target-j22

multinode-send-client-request

multinode-wait-ssh-result

ssh-host-to-target

ssh-host-to-target-j22-mtu1508

multinode-send-client-request

multinode-wait-ssh-result

ssh-host-to-target

ssh-host-to-target-j23

multinode-send-client-request

multinode-wait-ssh-result

ssh-host-to-target
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pass

pass

pass

pass

pass

pass

pass

pass

pass

skip

skip

skip

skip

skip

skip

skip

skip

skip

skip

skip

skip

fail

fail

ssh-host-to-target-j23-mtu1508

multinode-send-client-request

multinode-wait-ssh-result

ssh-host-to-target

ssh-host-to-target-j24

multinode-send-client-request

multinode-wait-ssh-result

ssh-host-to-target

ssh-host-to-target-j24-mtu1508

multinode-send-client-request

multinode-wait-ssh-result

ssh-host-to-target

tb12
TB12

TB12

tb13
TB13

TB13

tb14
TB14

TB14

tb15
TB15

TB15

tb16
TB16

TB16

tb17
TB17

TB17

tb18
TB18

TB18
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skip

skip

skip

skip

pass

pass

pass

pass

skip

skip

skip

skip

skip

skip

skip

skip

skip

skip

skip

skip

skip

skip

skip

tb19
TB19

TB19

tb20
TB20

TB20

tb21
TB21

TB21

tb22
TB22

TB22

tb23
TB23

TB23

tb24
TB24

TB24

tb25
TB25

TB25

tb26
TB26

TB26

tb27
TB27

TB27

tb28
TB28

TB28

tb29
TB29

TB29

tb30 TB30
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skip

pass

pass

pass

pass

pass

pass

pass

pass

skip

skip

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

TB30

tb31 TB31

tb32 TB32

tb33 TB33

tb34 TB34

tb35 TB35

tb36 TB36

tb37 TB37

tb38 TB38

tb40 TB40

tb41 TB41

tc1 TC1

tc16 TC16

tc18 TC18

tc2 TC2

tc21 TC21

tc22 TC22

tc23 TC23

tc26 TC26

tc31 TC31

tc33 TC33

tc35 TC35

tc36 TC36
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pass

pass

pass

pass

pass

skip

pass

skip

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

tc37 TC37

tc38 TC38

tc39 TC39

tc41 TC41

tc44 TC44

tc45 TC45

tc46 TC46

tc8 TC8

tftp-cmds tftp

uart-loopback-forward

115200:8e1

115200:8n1:raw

115200:8n2

115200:8o1

230400:8e1

230400:8n1:raw

230400:8n2

230400:8o1

38400:8e1

38400:8n1:raw

38400:8n2

38400:8o1

9600:8e1

9600:8n1:raw
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

9600:8n2

9600:8o1

uart-loopback-
forward/115200:8n1:CTS

RTS

uart-loopback-
forward/230400:8n1:CTS

RTS

uart-loopback-
forward/38400:8n1:CTS

RTS

uart-loopback-
forward/9600:8n1:CTS

RTS

uart-loopback-reverse

115200:8e1

115200:8n1:raw

115200:8n2

115200:8o1

230400:8e1

230400:8n1:raw

230400:8n2

230400:8o1

38400:8e1

38400:8n1:raw

38400:8n2

38400:8o1

9600:8e1

9600:8n1:raw

9600:8n2
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

9600:8o1

uart-loopback-
reverse/115200:8n1:CTS

RTS

uart-loopback-
reverse/230400:8n1:CTS

RTS

uart-loopback-
reverse/38400:8n1:CTS

RTS

uart-loopback-
reverse/9600:8n1:CTS

RTS

uboot-tests

echo

help

setenv-and-printenv

version

yepkit-down-all
yepkit-down-command

yepkit-list-command

yepkit-down-port-1

yepkit-down-command

yepkit-down-device-exists

yepkit-down-device-removed

yepkit-list-command

yepkit-down-port-2

yepkit-down-command

yepkit-down-device-exists

yepkit-down-device-removed

yepkit-list-command

yepkit-get-1
yepkit-get-command

yepkit-list-command
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

471660.0

353804.0

397560.0

0.0

48828.0

0.0

29348.0

33056.0

15772.0

yepkit-get-2
yepkit-get-command

yepkit-list-command

yepkit-get-3
yepkit-get-command

yepkit-list-command

yepkit-list
yepkit-install

yepkit-list-command

yepkit-up-port-1

yepkit-list-command

yepkit-up-command

yepkit-up-device-created

yepkit-up-device-not-exists

yepkit-up-port-2

yepkit-list-command

yepkit-up-command

yepkit-up-device-created

yepkit-up-device-not-exists

meminfo-tftp

MemTotal

MemFree

MemAvailable

Buffers

Cached

SwapCached

Active

Inactive

Active(anon)
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7952.0

13576.0

25104.0

0.0

0.0

0.0

0.0

16.0

0.0

13532.0

19284.0

10176.0

16044.0

38900.0

16044.0

22856.0

976.0

1152.0

0.0

0.0

0.0

235828.0

103568.0

Inactive(anon)

Active(file)

Inactive(file)

Unevictable

Mlocked

SwapTotal

SwapFree

Dirty

Writeback

AnonPages

Mapped

Shmem

KReclaimable

Slab

SReclaimable

SUnreclaim

KernelStack

PageTables

NFS_Unstable

Bounce

WritebackTmp

CommitLimit

Committed_AS
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1556480.0

2356.0

0.0

368.0

471660.0

321660.0

393368.0

0.0

74664.0

0.0

34532.0

55000.0

17032.0

8088.0

17500.0

46912.0

0.0

0.0

0.0

0.0

16.0

0.0

14896.0

VmallocTotal

VmallocUsed

VmallocChunk

Percpu

MemTotal

MemFree

MemAvailable

Buffers

Cached

SwapCached

Active

Inactive

Active(anon)

Inactive(anon)

Active(file)

Inactive(file)

Unevictable

Mlocked

SwapTotal

SwapFree

Dirty

Writeback

AnonPages
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21052.0

10252.0

18264.0

43960.0

18264.0

25696.0

1016.0

952.0

0.0

0.0

0.0

235828.0

178216.0

1556480.0

2356.0

0.0

416.0

15.02

22.7367

0.871401

12.0

0.394043

26.6

Mapped

Shmem

KReclaimable

Slab

SReclaimable

SUnreclaim

KernelStack

PageTables

NFS_Unstable

Bounce

WritebackTmp

CommitLimit

Committed_AS

VmallocTotal

VmallocUsed

VmallocChunk

Percpu

device-read-perf
sda-read-perf

mmcblk0-read-perf

block-device-sda

block-device-sda-write-timing

block-device-sda-write-throughput

block-device-sda-read-timing

block-device-sda-read-throughput
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471660.0

50324.0

355096.0

15556.0

290536.0

0.0

192384.0

168800.0

57532.0

7868.0

134852.0

160932.0

0.0

0.0

0.0

0.0

4260.0

0.0

54976.0

26612.0

10404.0

19956.0

45396.0

meminfo

MemTotal

MemFree

MemAvailable

Buffers

Cached

SwapCached

Active

Inactive

Active(anon)

Inactive(anon)

Active(file)

Inactive(file)

Unevictable

Mlocked

SwapTotal

SwapFree

Dirty

Writeback

AnonPages

Mapped

Shmem

KReclaimable

Slab
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19956.0

25440.0

1088.0

1196.0

0.0

0.0

0.0

235828.0

339988.0

1556480.0

2452.0

0.0

440.0

515.0

515.0

518.0

518.0

187.0

187.0

200.0

200.0

189.0

189.0

SReclaimable

SUnreclaim

KernelStack

PageTables

NFS_Unstable

Bounce

WritebackTmp

CommitLimit

Committed_AS

VmallocTotal

VmallocUsed

VmallocChunk

Percpu

iperf-reverse-j21
iperf3_sender

iperf3_receiver

iperf-j21
iperf3_sender

iperf3_receiver

iperf-reverse-j24-mtu1508
iperf3_sender

iperf3_receiver

iperf-j24-mtu1508
iperf3_sender

iperf3_receiver

iperf-reverse-j22
iperf3_sender

iperf3_receiver
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170.0

169.0

187.0

187.0

169.0

169.0

163.0

163.0

142.0

142.0

193.0

193.0

201.0

201.0

523.0

523.0

526.0

525.0

190.0

190.0

208.0

208.0

rzn1d

iperf-j22
iperf3_sender

iperf3_receiver

iperf-reverse-j23
iperf3_sender

iperf3_receiver

iperf-j23
iperf3_sender

iperf3_receiver

iperf-reverse-j24
iperf3_sender

iperf3_receiver

iperf-j24
iperf3_sender

iperf3_receiver

iperf-reverse-j22-mtu1508
iperf3_sender

iperf3_receiver

iperf-j22-mtu1508
iperf3_sender

iperf3_receiver

iperf-reverse-j17
iperf3_sender

iperf3_receiver

iperf-j17
iperf3_sender

iperf3_receiver

iperf-reverse-j23-mtu1508
iperf3_sender

iperf3_receiver

iperf-j23-mtu1508
iperf3_sender

iperf3_receiver
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pass

pass

skip

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

Test Suite Test Result

badblocks
badblocks

badblocks-existence-check

badblocks-tftp
badblocks

badblocks-existence-check

block-device-sda

block-device-sda-bonnie++

block-device-sda-create-10M-file

block-device-sda-erase

block-device-sda-format

block-device-sda-mount

block-device-sda-not-mounted

block-device-sda-partition

block-device-sda-present

block-device-sda-read-cmp

block-device-sda-read-cp

block-device-sda-umount

block-device-sda-write-cmp

block-device-sda-write-cp

configure-interface-j17

ethernet-eth0-state-down

ethernet-eth0-state-down

ethernet-eth1-dhcp-assign-ipaddr-ping

ethernet-eth1-dhcp-assign-ipaddr-ping

ethernet-eth1-dhcp-remove-ipaddr
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

ethernet-eth1-dhcp-remove-ipaddr

ethernet-eth1-link-settings-check-link-autoneg

ethernet-eth1-link-settings-check-link-autoneg

ethernet-eth1-link-settings-check-link-mtu

ethernet-eth1-link-settings-check-link-mtu

ethernet-eth1-ping-get-ipaddr

ethernet-eth1-ping-get-ipaddr

ethernet-eth1-state-down

ethernet-eth1-state-down

ethernet-eth1-state-up

ethernet-eth1-state-up

ethernet-lan0-state-down

ethernet-lan0-state-down

ethernet-lan1-state-down

ethernet-lan1-state-down

ethernet-lan2-state-down

ethernet-lan2-state-down

configure-interface-j21

ethernet-eth0-state-down

ethernet-eth0-state-down

ethernet-eth1-dhcp-assign-ipaddr-ping

ethernet-eth1-dhcp-assign-ipaddr-ping

ethernet-eth1-dhcp-remove-ipaddr

ethernet-eth1-dhcp-remove-ipaddr
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

ethernet-eth1-link-settings-check-link-autoneg

ethernet-eth1-link-settings-check-link-autoneg

ethernet-eth1-link-settings-check-link-mtu

ethernet-eth1-link-settings-check-link-mtu

ethernet-eth1-ping-get-ipaddr

ethernet-eth1-ping-get-ipaddr

ethernet-eth1-state-down

ethernet-eth1-state-down

ethernet-eth1-state-up

ethernet-eth1-state-up

ethernet-lan0-state-down

ethernet-lan0-state-down

ethernet-lan1-state-down

ethernet-lan1-state-down

ethernet-lan2-state-down

ethernet-lan2-state-down

configure-interface-j22

ethernet-eth0-state-down

ethernet-eth0-state-down

ethernet-eth0-state-up

ethernet-eth0-state-up

ethernet-eth1-state-down

ethernet-eth1-state-down

ethernet-lan0-dhcp-assign-ipaddr-ping
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

ethernet-lan0-dhcp-assign-ipaddr-ping

ethernet-lan0-dhcp-remove-ipaddr

ethernet-lan0-dhcp-remove-ipaddr

ethernet-lan0-link-settings-check-link-autoneg

ethernet-lan0-link-settings-check-link-autoneg

ethernet-lan0-link-settings-check-link-mtu

ethernet-lan0-link-settings-check-link-mtu

ethernet-lan0-ping-get-ipaddr

ethernet-lan0-ping-get-ipaddr

ethernet-lan0-state-down

ethernet-lan0-state-down

ethernet-lan0-state-up

ethernet-lan0-state-up

ethernet-lan1-state-down

ethernet-lan1-state-down

ethernet-lan2-state-down

ethernet-lan2-state-down

configure-interface-j22-
mtu1508

ethernet-eth0-state-down

ethernet-eth0-state-down

ethernet-eth0-state-up

ethernet-eth0-state-up

ethernet-eth1-state-down

ethernet-eth1-state-down
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

ethernet-lan0-dhcp-assign-ipaddr-ping

ethernet-lan0-dhcp-assign-ipaddr-ping

ethernet-lan0-dhcp-remove-ipaddr

ethernet-lan0-dhcp-remove-ipaddr

ethernet-lan0-link-settings-check-link-autoneg

ethernet-lan0-link-settings-check-link-autoneg

ethernet-lan0-link-settings-check-link-mtu

ethernet-lan0-link-settings-check-link-mtu

ethernet-lan0-ping-get-ipaddr

ethernet-lan0-ping-get-ipaddr

ethernet-lan0-state-down

ethernet-lan0-state-down

ethernet-lan0-state-up

ethernet-lan0-state-up

ethernet-lan1-state-down

ethernet-lan1-state-down

ethernet-lan2-state-down

ethernet-lan2-state-down

configure-interface-j23

ethernet-eth0-state-down

ethernet-eth0-state-down

ethernet-eth0-state-up

ethernet-eth0-state-up

ethernet-eth1-state-down
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

ethernet-eth1-state-down

ethernet-lan0-state-down

ethernet-lan0-state-down

ethernet-lan1-dhcp-assign-ipaddr-ping

ethernet-lan1-dhcp-assign-ipaddr-ping

ethernet-lan1-dhcp-remove-ipaddr

ethernet-lan1-dhcp-remove-ipaddr

ethernet-lan1-link-settings-check-link-autoneg

ethernet-lan1-link-settings-check-link-autoneg

ethernet-lan1-link-settings-check-link-mtu

ethernet-lan1-link-settings-check-link-mtu

ethernet-lan1-ping-get-ipaddr

ethernet-lan1-ping-get-ipaddr

ethernet-lan1-state-down

ethernet-lan1-state-down

ethernet-lan1-state-up

ethernet-lan1-state-up

ethernet-lan2-state-down

ethernet-lan2-state-down

configure-interface-j23-
mtu1508

ethernet-eth0-state-down

ethernet-eth0-state-down

ethernet-eth0-state-up

ethernet-eth0-state-up
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

ethernet-eth1-state-down

ethernet-eth1-state-down

ethernet-lan0-state-down

ethernet-lan0-state-down

ethernet-lan1-dhcp-assign-ipaddr-ping

ethernet-lan1-dhcp-assign-ipaddr-ping

ethernet-lan1-dhcp-remove-ipaddr

ethernet-lan1-dhcp-remove-ipaddr

ethernet-lan1-link-settings-check-link-autoneg

ethernet-lan1-link-settings-check-link-autoneg

ethernet-lan1-link-settings-check-link-mtu

ethernet-lan1-link-settings-check-link-mtu

ethernet-lan1-ping-get-ipaddr

ethernet-lan1-ping-get-ipaddr

ethernet-lan1-state-down

ethernet-lan1-state-down

ethernet-lan1-state-up

ethernet-lan1-state-up

ethernet-lan2-state-down

ethernet-lan2-state-down

configure-interface-j24

ethernet-eth0-state-down

ethernet-eth0-state-down

ethernet-eth0-state-up
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

ethernet-eth0-state-up

ethernet-eth1-state-down

ethernet-eth1-state-down

ethernet-lan0-state-down

ethernet-lan0-state-down

ethernet-lan1-state-down

ethernet-lan1-state-down

ethernet-lan2-dhcp-assign-ipaddr-ping

ethernet-lan2-dhcp-assign-ipaddr-ping

ethernet-lan2-dhcp-remove-ipaddr

ethernet-lan2-dhcp-remove-ipaddr

ethernet-lan2-link-settings-check-link-autoneg

ethernet-lan2-link-settings-check-link-autoneg

ethernet-lan2-link-settings-check-link-mtu

ethernet-lan2-link-settings-check-link-mtu

ethernet-lan2-ping-get-ipaddr

ethernet-lan2-ping-get-ipaddr

ethernet-lan2-state-down

ethernet-lan2-state-down

ethernet-lan2-state-up

ethernet-lan2-state-up

configure-interface-j24-
mtu1508

ethernet-eth0-state-down

ethernet-eth0-state-down
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

ethernet-eth0-state-up

ethernet-eth0-state-up

ethernet-eth1-state-down

ethernet-eth1-state-down

ethernet-lan0-state-down

ethernet-lan0-state-down

ethernet-lan1-state-down

ethernet-lan1-state-down

ethernet-lan2-dhcp-assign-ipaddr-ping

ethernet-lan2-dhcp-assign-ipaddr-ping

ethernet-lan2-dhcp-remove-ipaddr

ethernet-lan2-dhcp-remove-ipaddr

ethernet-lan2-link-settings-check-link-autoneg

ethernet-lan2-link-settings-check-link-autoneg

ethernet-lan2-link-settings-check-link-mtu

ethernet-lan2-link-settings-check-link-mtu

ethernet-lan2-ping-get-ipaddr

ethernet-lan2-ping-get-ipaddr

ethernet-lan2-state-down

ethernet-lan2-state-down

ethernet-lan2-state-up

ethernet-lan2-state-up

cryptotest EIP-001
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

EIP-002

EIP-003

EIP-004

EIP-005

EIP-006

EIP-007

EIP-008

EIP-009

EIP-010

EIP-011a

EIP-011b

EIP-012a

EIP-012b

EIP-013

EIP-014

EIP-015

EIP-016

EIP-017

EIP-018

EIP-019

EIP-020

EIP-021

check_file_list
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

ctests-exist

device-exists

device-not-exists-yet

file_exists_ecc_test_eccfile.txt

file_exists_ecc_test_openssl_1_private_192.bin

file_exists_ecc_test_openssl_1_private_192_wrong.bin

file_exists_ecc_test_openssl_1_private_224.bin

file_exists_ecc_test_openssl_1_private_224_wrong.bin

file_exists_ecc_test_openssl_1_private_256.bin

file_exists_ecc_test_openssl_1_private_256_wrong.bin

file_exists_ecc_test_openssl_1_private_384.bin

file_exists_ecc_test_openssl_1_private_384_wrong.bin

file_exists_ecc_test_openssl_1_private_521.bin

file_exists_ecc_test_openssl_1_private_521_wrong.bin

file_exists_ecc_test_openssl_1_public_192.bin

file_exists_ecc_test_openssl_1_public_192_wrong.bin

file_exists_ecc_test_openssl_1_public_224.bin

file_exists_ecc_test_openssl_1_public_224_wrong.bin

file_exists_ecc_test_openssl_1_public_256.bin

file_exists_ecc_test_openssl_1_public_256_wrong.bin

file_exists_ecc_test_openssl_1_public_384.bin

file_exists_ecc_test_openssl_1_public_384_wrong.bin

file_exists_ecc_test_openssl_1_public_521.bin
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

file_exists_ecc_test_openssl_1_public_521_wrong.bin

file_exists_ecc_test_openssl_1_signature_192.bin

file_exists_ecc_test_openssl_1_signature_224.bin

file_exists_ecc_test_openssl_1_signature_256.bin

file_exists_ecc_test_openssl_1_signature_384.bin

file_exists_ecc_test_openssl_1_signature_521.bin

file_exists_ecc_test_openssl_hash

file_exists_ecc_test_openssl_private_192.bin

file_exists_ecc_test_openssl_private_192_wrong.bin

file_exists_ecc_test_openssl_private_224.bin

file_exists_ecc_test_openssl_private_224_wrong.bin

file_exists_ecc_test_openssl_private_256.bin

file_exists_ecc_test_openssl_private_256_wrong.bin

file_exists_ecc_test_openssl_private_384.bin

file_exists_ecc_test_openssl_private_384_wrong.bin

file_exists_ecc_test_openssl_private_521.bin

file_exists_ecc_test_openssl_private_521_wrong.bin

file_exists_ecc_test_openssl_public_192.bin

file_exists_ecc_test_openssl_public_192_wrong.bin

file_exists_ecc_test_openssl_public_224.bin

file_exists_ecc_test_openssl_public_224_wrong.bin

file_exists_ecc_test_openssl_public_256.bin

file_exists_ecc_test_openssl_public_256_wrong.bin
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

file_exists_ecc_test_openssl_public_384.bin

file_exists_ecc_test_openssl_public_384_wrong.bin

file_exists_ecc_test_openssl_public_521.bin

file_exists_ecc_test_openssl_public_521_wrong.bin

file_exists_ecc_test_openssl_signature_192.bin

file_exists_ecc_test_openssl_signature_224.bin

file_exists_ecc_test_openssl_signature_256.bin

file_exists_ecc_test_openssl_signature_384.bin

file_exists_ecc_test_openssl_signature_521.bin

insmod-crypto-safexcel-eip28

insmod-cryptotest

rmmod-crypto-safexcel-eip28

rmmod-cryptotest

daemon-j17

iperf3-server-running

multinode-send-client-ping-done

multinode-send-iperf3-server-ready

multinode-send-md5sum-result

multinode-send-scp-result

multinode-send-server-address

multinode-send-ssh-result

multinode-wait-client-request

daemon-j21
iperf3-server-running

multinode-send-client-ping-done
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

multinode-send-iperf3-server-ready

multinode-send-md5sum-result

multinode-send-scp-result

multinode-send-server-address

multinode-send-ssh-result

multinode-wait-client-request

daemon-j22

iperf3-server-running

multinode-send-client-ping-done

multinode-send-iperf3-server-ready

multinode-send-md5sum-result

multinode-send-scp-result

multinode-send-server-address

multinode-send-ssh-result

multinode-wait-client-request

daemon-j22-mtu1508

iperf3-server-running

multinode-send-client-ping-done

multinode-send-iperf3-server-ready

multinode-send-md5sum-result

multinode-send-scp-result

multinode-send-server-address

multinode-send-ssh-result

multinode-wait-client-request

daemon-j23 iperf3-server-running
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

multinode-send-client-ping-done

multinode-send-iperf3-server-ready

multinode-send-md5sum-result

multinode-send-scp-result

multinode-send-server-address

multinode-send-ssh-result

multinode-wait-client-request

daemon-j23-mtu1508

iperf3-server-running

multinode-send-client-ping-done

multinode-send-iperf3-server-ready

multinode-send-md5sum-result

multinode-send-scp-result

multinode-send-server-address

multinode-send-ssh-result

multinode-wait-client-request

daemon-j24

iperf3-server-running

multinode-send-client-ping-done

multinode-send-iperf3-server-ready

multinode-send-md5sum-result

multinode-send-scp-result

multinode-send-server-address

multinode-send-ssh-result

multinode-wait-client-request
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

daemon-j24-mtu1508

iperf3-server-running

multinode-send-client-ping-done

multinode-send-iperf3-server-ready

multinode-send-md5sum-result

multinode-send-scp-result

multinode-send-server-address

multinode-send-ssh-result

multinode-wait-client-request

dhcp-cmds dhcp

docker

install-docker

run-docker-image

start-docker-service

docker-hello-world

install-docker

run-docker-image

start-docker-service

ethernet
ethernet-ping-route

ethernet-ping-state-UP

ethernet-tftp
ethernet-ping-route

ethernet-ping-state-UP

files-exist

file_exists__dev_i2c-1

file_exists__dev_mmcblk0

file_exists__dev_mmcblk0p2

file_exists__dev_mtd1
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

file_exists__dev_mtd9

file_exists__dev_null

file_exists__dev_ttyS1

file_exists__dev_ubi_ctrl

file_exists__dev_urandom

file_exists__dev_watchdog

file_exists__dev_zero

file_exists__etc_os-release

file_exists__sys_bus_i2c_devices_1-0050_eeprom

file_exists__sys_bus_spi_devices_spi0.1_eeprom

file_exists__sys_class_hwmon_hwmon0_temp1_input

file_exists__sys_class_leds_pl_gpio13_brightness

file_exists__sys_class_leds_pl_gpio13_trigger

file_exists__sys_class_leds_pl_gpio14_brightness

file_exists__sys_class_leds_pl_gpio14_trigger

file_exists__sys_class_leds_pl_gpio17_brightness

file_exists__sys_class_leds_pl_gpio17_trigger

file_exists__sys_class_leds_pl_gpio18_brightness

file_exists__sys_class_leds_pl_gpio18_trigger

file_exists__sys_devices_system_clocksource_clocksource0_available_clocksource

file_exists__sys_kernel_debug_clk_clk_summary

file_exists__sys_kernel_rzn1_clk_set_rate

finished-j17 multinode-send-client-request
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

finished-j21 multinode-send-client-request

finished-j22 multinode-send-client-request

finished-j22-mtu1508 multinode-send-client-request

finished-j23 multinode-send-client-request

finished-j23-mtu1508 multinode-send-client-request

finished-j24 multinode-send-client-request

finished-j24-mtu1508 multinode-send-client-request

iperf-server-j17
multinode-send-client-request

multinode-wait-iperf3-server-ready

iperf-server-j21
multinode-send-client-request

multinode-wait-iperf3-server-ready

iperf-server-j22
multinode-send-client-request

multinode-wait-iperf3-server-ready

iperf-server-j22-mtu1508
multinode-send-client-request

multinode-wait-iperf3-server-ready

iperf-server-j23
multinode-send-client-request

multinode-wait-iperf3-server-ready

iperf-server-j23-mtu1508
multinode-send-client-request

multinode-wait-iperf3-server-ready

iperf-server-j24
multinode-send-client-request

multinode-wait-iperf3-server-ready

iperf-server-j24-mtu1508
multinode-send-client-request

multinode-wait-iperf3-server-ready
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

link-off-ping-j17

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-off-ping-j21

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-off-ping-j22

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-off-ping-j22-mtu1508

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-off-ping-j23

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-off-ping-j23-mtu1508

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-off-ping-j24

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-off-ping-j24-mtu1508
client-ping-request

multinode-send-client-request
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

multinode-wait-client-ping-done

link-on-ping-j17

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-on-ping-j21

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-on-ping-j22

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-on-ping-j22-mtu1508

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-on-ping-j23

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-on-ping-j23-mtu1508

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-on-ping-j24

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-on-ping-j24-mtu1508 client-ping-request
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

ethernet-lan2-dhcp-assign-ipaddr-ping

ethernet-lan2-ping-get-ipaddr

multinode-send-client-request

multinode-wait-client-ping-done

link-settings-100-full-2-j22

ethernet-lan0-dhcp-assign-ipaddr-ping

ethernet-lan0-link-settings-check-link-autoneg

ethernet-lan0-link-settings-check-link-duplex

ethernet-lan0-link-settings-check-link-mtu

ethernet-lan0-link-settings-check-link-speed

ethernet-lan0-ping-get-ipaddr

ethernet-lan0-state-down

ethernet-lan0-state-up

link-settings-100-full-2-j22-
mtu1508

ethernet-lan0-dhcp-assign-ipaddr-ping

ethernet-lan0-link-settings-check-link-autoneg

ethernet-lan0-link-settings-check-link-duplex

ethernet-lan0-link-settings-check-link-mtu

ethernet-lan0-link-settings-check-link-speed

ethernet-lan0-ping-get-ipaddr

ethernet-lan0-state-down

ethernet-lan0-state-up

link-settings-100-full-2-j23

ethernet-lan1-dhcp-assign-ipaddr-ping

ethernet-lan1-link-settings-check-link-autoneg

ethernet-lan1-link-settings-check-link-duplex
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

ethernet-lan1-link-settings-check-link-mtu

ethernet-lan1-link-settings-check-link-speed

ethernet-lan1-ping-get-ipaddr

ethernet-lan1-state-down

ethernet-lan1-state-up

link-settings-100-full-2-j23-
mtu1508

ethernet-lan1-dhcp-assign-ipaddr-ping

ethernet-lan1-link-settings-check-link-autoneg

ethernet-lan1-link-settings-check-link-duplex

ethernet-lan1-link-settings-check-link-mtu

ethernet-lan1-link-settings-check-link-speed

ethernet-lan1-ping-get-ipaddr

ethernet-lan1-state-down

ethernet-lan1-state-up

link-settings-100-full-2-j24

ethernet-lan2-dhcp-assign-ipaddr-ping

ethernet-lan2-link-settings-check-link-autoneg

ethernet-lan2-link-settings-check-link-duplex

ethernet-lan2-link-settings-check-link-mtu

ethernet-lan2-link-settings-check-link-speed

ethernet-lan2-ping-get-ipaddr

ethernet-lan2-state-down

ethernet-lan2-state-up

link-settings-100-full-2-j24-
mtu1508

ethernet-lan2-dhcp-assign-ipaddr-ping

ethernet-lan2-link-settings-check-link-autoneg
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

ethernet-lan2-link-settings-check-link-duplex

ethernet-lan2-link-settings-check-link-mtu

ethernet-lan2-link-settings-check-link-speed

ethernet-lan2-ping-get-ipaddr

ethernet-lan2-state-down

ethernet-lan2-state-up

link-settings-100-full-2-ping-
j22

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-settings-100-full-2-ping-
j22-mtu1508

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-settings-100-full-2-ping-
j23

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-settings-100-full-2-ping-
j23-mtu1508

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-settings-100-full-2-ping-
j24

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-settings-100-full-2-ping-
j24-mtu1508

client-ping-request

multinode-send-client-request
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

multinode-wait-client-ping-done

link-settings-100-full-j22

ethernet-lan0-dhcp-assign-ipaddr-ping

ethernet-lan0-link-settings-check-link-autoneg

ethernet-lan0-link-settings-check-link-duplex

ethernet-lan0-link-settings-check-link-mtu

ethernet-lan0-link-settings-check-link-speed

ethernet-lan0-ping-get-ipaddr

ethernet-lan0-state-down

ethernet-lan0-state-up

link-settings-100-full-j22-
mtu1508

ethernet-lan0-dhcp-assign-ipaddr-ping

ethernet-lan0-link-settings-check-link-autoneg

ethernet-lan0-link-settings-check-link-duplex

ethernet-lan0-link-settings-check-link-mtu

ethernet-lan0-link-settings-check-link-speed

ethernet-lan0-ping-get-ipaddr

ethernet-lan0-state-down

ethernet-lan0-state-up

link-settings-100-full-j23

ethernet-lan1-dhcp-assign-ipaddr-ping

ethernet-lan1-link-settings-check-link-autoneg

ethernet-lan1-link-settings-check-link-duplex

ethernet-lan1-link-settings-check-link-mtu

ethernet-lan1-link-settings-check-link-speed

ethernet-lan1-ping-get-ipaddr
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

ethernet-lan1-state-down

ethernet-lan1-state-up

link-settings-100-full-j23-
mtu1508

ethernet-lan1-dhcp-assign-ipaddr-ping

ethernet-lan1-link-settings-check-link-autoneg

ethernet-lan1-link-settings-check-link-duplex

ethernet-lan1-link-settings-check-link-mtu

ethernet-lan1-link-settings-check-link-speed

ethernet-lan1-ping-get-ipaddr

ethernet-lan1-state-down

ethernet-lan1-state-up

link-settings-100-full-j24

ethernet-lan2-dhcp-assign-ipaddr-ping

ethernet-lan2-link-settings-check-link-autoneg

ethernet-lan2-link-settings-check-link-duplex

ethernet-lan2-link-settings-check-link-mtu

ethernet-lan2-link-settings-check-link-speed

ethernet-lan2-ping-get-ipaddr

ethernet-lan2-state-down

ethernet-lan2-state-up

link-settings-100-full-j24-
mtu1508

ethernet-lan2-dhcp-assign-ipaddr-ping

ethernet-lan2-link-settings-check-link-autoneg

ethernet-lan2-link-settings-check-link-duplex

ethernet-lan2-link-settings-check-link-mtu

ethernet-lan2-link-settings-check-link-speed
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

ethernet-lan2-ping-get-ipaddr

ethernet-lan2-state-down

ethernet-lan2-state-up

link-settings-100-full-ping-j22

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-settings-100-full-ping-j22-
mtu1508

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-settings-100-full-ping-j23

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-settings-100-full-ping-j23-
mtu1508

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-settings-100-full-ping-j24

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-settings-100-full-ping-j24-
mtu1508

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-settings-100-half-j22
ethernet-lan0-dhcp-assign-ipaddr-ping

ethernet-lan0-link-settings-check-link-autoneg
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

ethernet-lan0-link-settings-check-link-duplex

ethernet-lan0-link-settings-check-link-mtu

ethernet-lan0-link-settings-check-link-speed

ethernet-lan0-ping-get-ipaddr

ethernet-lan0-state-down

ethernet-lan0-state-up

link-settings-100-half-j22-
mtu1508

ethernet-lan0-dhcp-assign-ipaddr-ping

ethernet-lan0-link-settings-check-link-autoneg

ethernet-lan0-link-settings-check-link-duplex

ethernet-lan0-link-settings-check-link-mtu

ethernet-lan0-link-settings-check-link-speed

ethernet-lan0-ping-get-ipaddr

ethernet-lan0-state-down

ethernet-lan0-state-up

link-settings-100-half-j23

ethernet-lan1-dhcp-assign-ipaddr-ping

ethernet-lan1-link-settings-check-link-autoneg

ethernet-lan1-link-settings-check-link-duplex

ethernet-lan1-link-settings-check-link-mtu

ethernet-lan1-link-settings-check-link-speed

ethernet-lan1-ping-get-ipaddr

ethernet-lan1-state-down

ethernet-lan1-state-up

link-settings-100-half-j23- ethernet-lan1-dhcp-assign-ipaddr-ping
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

mtu1508

ethernet-lan1-link-settings-check-link-autoneg

ethernet-lan1-link-settings-check-link-duplex

ethernet-lan1-link-settings-check-link-mtu

ethernet-lan1-link-settings-check-link-speed

ethernet-lan1-ping-get-ipaddr

ethernet-lan1-state-down

ethernet-lan1-state-up

link-settings-100-half-j24

ethernet-lan2-dhcp-assign-ipaddr-ping

ethernet-lan2-link-settings-check-link-autoneg

ethernet-lan2-link-settings-check-link-duplex

ethernet-lan2-link-settings-check-link-mtu

ethernet-lan2-link-settings-check-link-speed

ethernet-lan2-ping-get-ipaddr

ethernet-lan2-state-down

ethernet-lan2-state-up

link-settings-100-half-j24-
mtu1508

ethernet-lan2-dhcp-assign-ipaddr-ping

ethernet-lan2-link-settings-check-link-autoneg

ethernet-lan2-link-settings-check-link-duplex

ethernet-lan2-link-settings-check-link-mtu

ethernet-lan2-link-settings-check-link-speed

ethernet-lan2-ping-get-ipaddr

ethernet-lan2-state-down

ethernet-lan2-state-up
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

link-settings-100-half-ping-j22

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-settings-100-half-ping-
j22-mtu1508

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-settings-100-half-ping-j23

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-settings-100-half-ping-
j23-mtu1508

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-settings-100-half-ping-j24

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-settings-100-half-ping-
j24-mtu1508

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-settings-autoneg-j22

ethernet-lan0-dhcp-assign-ipaddr-ping

ethernet-lan0-dhcp-remove-ipaddr

ethernet-lan0-link-settings-check-link-autoneg

ethernet-lan0-link-settings-check-link-mtu

ethernet-lan0-ping-get-ipaddr
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

ethernet-lan0-state-down

ethernet-lan0-state-up

link-settings-autoneg-j22-
mtu1508

ethernet-lan0-dhcp-assign-ipaddr-ping

ethernet-lan0-dhcp-remove-ipaddr

ethernet-lan0-link-settings-check-link-autoneg

ethernet-lan0-link-settings-check-link-mtu

ethernet-lan0-ping-get-ipaddr

ethernet-lan0-state-down

ethernet-lan0-state-up

link-settings-autoneg-j23

ethernet-lan1-dhcp-assign-ipaddr-ping

ethernet-lan1-dhcp-remove-ipaddr

ethernet-lan1-link-settings-check-link-autoneg

ethernet-lan1-link-settings-check-link-mtu

ethernet-lan1-ping-get-ipaddr

ethernet-lan1-state-down

ethernet-lan1-state-up

link-settings-autoneg-j23-
mtu1508

ethernet-lan1-dhcp-assign-ipaddr-ping

ethernet-lan1-dhcp-remove-ipaddr

ethernet-lan1-link-settings-check-link-autoneg

ethernet-lan1-link-settings-check-link-mtu

ethernet-lan1-ping-get-ipaddr

ethernet-lan1-state-down

ethernet-lan1-state-up
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

link-settings-autoneg-j24

ethernet-lan2-dhcp-assign-ipaddr-ping

ethernet-lan2-dhcp-remove-ipaddr

ethernet-lan2-link-settings-check-link-autoneg

ethernet-lan2-link-settings-check-link-mtu

ethernet-lan2-ping-get-ipaddr

ethernet-lan2-state-down

ethernet-lan2-state-up

link-settings-autoneg-j24-
mtu1508

ethernet-lan2-dhcp-assign-ipaddr-ping

ethernet-lan2-dhcp-remove-ipaddr

ethernet-lan2-link-settings-check-link-autoneg

ethernet-lan2-link-settings-check-link-mtu

ethernet-lan2-ping-get-ipaddr

ethernet-lan2-state-down

ethernet-lan2-state-up

link-settings-autoneg-ping-j22

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-settings-autoneg-ping-
j22-mtu1508

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-settings-autoneg-ping-j23

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

link-settings-autoneg-ping-
j23-mtu1508

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-settings-autoneg-ping-j24

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-settings-autoneg-ping-
j24-mtu1508

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-settings-default-ping-j17

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-settings-default-ping-j21

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-settings-default-ping-j22

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-settings-default-ping-j22-
mtu1508

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-settings-default-ping-j23
client-ping-request

multinode-send-client-request
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

multinode-wait-client-ping-done

link-settings-default-ping-j23-
mtu1508

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-settings-default-ping-j24

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

link-settings-default-ping-j24-
mtu1508

client-ping-request

multinode-send-client-request

multinode-wait-client-ping-done

linux-log-parser

check-kernel-bug-00876277-265e-49c7-bbcf-bb3d19b03d72

check-kernel-bug-027282b3-b233-401a-9291-ba622ad514d0

check-kernel-bug-09d6d2b1-3925-439a-91eb-f9b70afa4792

check-kernel-bug-09d9014e-2721-4ee2-9de9-8f88d5b33adf

check-kernel-bug-0d1bf283-b8af-414a-8e52-14f008265b13

check-kernel-bug-0e642553-5e32-47f0-a737-71a17be7c5ac

check-kernel-bug-10286d77-7270-43ab-a966-57692a29f629

check-kernel-bug-1731cc48-5c55-4540-92ef-12fc36c28b7f

check-kernel-bug-19aa2be2-9d81-405a-9921-60286e2bfc0d

check-kernel-bug-1ea1f77f-55b7-4595-b0b8-19d08d4a1eb9

check-kernel-bug-2321838

check-kernel-bug-2321839

check-kernel-bug-2321840.0
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

check-kernel-bug-2321840.1

check-kernel-bug-2321842.0

check-kernel-bug-2321842.1

check-kernel-bug-2321844.0

check-kernel-bug-2321844.1

check-kernel-bug-2321846.0

check-kernel-bug-2321846.1

check-kernel-bug-2321848.0

check-kernel-bug-2321848.1

check-kernel-bug-2321850.0

check-kernel-bug-2321850.1

check-kernel-bug-2321852.0

check-kernel-bug-2321852.1

check-kernel-bug-2321854.0

check-kernel-bug-2321854.1

check-kernel-bug-2323585

check-kernel-bug-3246c8ae-05c9-4300-b5f0-e3ce91eb4c80

check-kernel-bug-35526d04-a689-4fc4-aaa3-46bfeee34830

check-kernel-bug-384acee9-7fb9-4767-8f03-07c989b86df7

check-kernel-bug-41a28456-ca86-4b4e-95c4-8c41474871f5

check-kernel-bug-4cec05f5-df66-419e-a4e3-f31eebfd3fd1

check-kernel-bug-580baa58-5858-4b4d-b37e-370d7c1da2c5

check-kernel-bug-5c51d4e1-dc48-4ccd-ac6f-474f68d466f9
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

check-kernel-bug-5c7a98e5-a5cf-4269-a366-0cb18167249e

check-kernel-bug-602f3e56-3a70-4f6b-8617-fb87fc9c0c01

check-kernel-bug-65a02b46-9796-4f7a-b1ee-d775431168f2

check-kernel-bug-66622223-ac0a-415d-a8d1-75784199050a

check-kernel-bug-6760c534-77df-47a8-ba93-a45a6a53d1d0

check-kernel-bug-6781a1e5-dcdb-47ee-b605-061b44f65fa8

check-kernel-bug-6b2dded8-8b6d-4063-b352-af3a8db96aaf

check-kernel-bug-6d501fe5-ed32-4ba8-bb75-770700e98737

check-kernel-bug-6e33bcd9-04f9-4858-8530-580855fdaa3b

check-kernel-bug-706f804f-d9fc-44a2-905e-cb8f20fd3d12

check-kernel-bug-714e0218-aad2-4307-8b76-7fe5de23a5ad

check-kernel-bug-7469c433-ca03-4867-ba54-fb010b888fc9

check-kernel-bug-7d2511fd-1a76-4ffe-891b-1d769d83ffd3

check-kernel-bug-8b341b89-cfe3-470f-bc69-81f8d7a8abe5

check-kernel-bug-93331e9e-c4a2-498b-8798-b93091e2800e

check-kernel-bug-93c912be-deaf-40ba-94ac-8aba2036375f

check-kernel-bug-98f96a2a-2cb0-42d2-8765-19d1980d6503

check-kernel-bug-99df81d7-4745-435a-a889-105465669e95

check-kernel-bug-9a0d49da-b2ea-414d-85bc-7ca437ad5a47

check-kernel-bug-9aa8b7d2-5d8e-4b8b-a9be-063844e19832

check-kernel-bug-9aef8fac-f42d-42b7-ad13-c1e5d6c7f1d0

check-kernel-bug-9bc227cc-9649-4b44-8443-94023aa8b6a7

check-kernel-bug-a0ba9aa6-063a-4a20-b04d-cd08bf50ce86
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

check-kernel-bug-aabb8e3c-c60c-4562-ae7d-6dd2ee984a49

check-kernel-bug-ab900cad-be5c-4669-92c9-5c92293056ee

check-kernel-bug-b1dba642-f0e5-4418-9e60-819934da1aed

check-kernel-bug-b62b91cd-3816-4c74-a5d4-fcabe4b621f9

check-kernel-bug-b79e8f60-69bd-4cc2-9404-13faf365ea36

check-kernel-bug-be0339f2-79af-4d88-8b61-30fb9613570a

check-kernel-bug-c01ceb4a-3a31-420c-abe2-765ef37aac0a

check-kernel-bug-c5afaf61-f5c0-4903-a8a7-201caeb0d130

check-kernel-bug-cbef3cbc-7778-4bea-b7cb-8e62f23f2813

check-kernel-bug-cc561f55-90ae-4c62-8e14-c29e7b0af9cd

check-kernel-bug-cecab778-4b86-429f-86a3-4caa8a25914f

check-kernel-bug-d2016e31-4a47-4b71-bd3f-da32c7f2e226

check-kernel-bug-d37b6dfd-5686-460c-ade4-72ae8d54b19f

check-kernel-bug-d37be2a0-a767-49ea-8098-893a06feb30e

check-kernel-bug-d44be2a1-982f-48fc-8025-ae340c4c1571

check-kernel-bug-df4810aa-36f9-4282-b32b-09bf76b14f4a

check-kernel-bug-e0c42b79-5f02-478c-8a3a-c14ce8301e38

check-kernel-bug-e14a326f-fa91-4582-9f94-d5fd6855a7aa

check-kernel-bug-e23cf055-c8c4-4103-81a5-79ed0ab150a0

check-kernel-bug-e5b6c86a-48c1-413d-8eed-3ec15806d256

check-kernel-bug-e7665fa5-7429-4c3a-a534-ab7933338bb2

check-kernel-bug-f04ba0c7-e2e6-401b-8cd4-d1b67c7db32d

check-kernel-bug-f150c9ef-cd3c-477c-a5ed-10a8c488f9ea
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

check-kernel-bug-f2755633-38fb-4901-b029-8f741cd5c795

check-kernel-bug-fad2d4bd-dea3-4e93-8f46-168533088560

check-kernel-bug-faea6877-c8ab-42d7-9777-38438f050002

check-kernel-bug-fcaa9ed7-9322-43a4-aa85-915187b2ad24

check-kernel-bug-fd8e7ff2-5489-4403-ac16-31c1a3319219

check-kernel-bug-fde0a29a-6fcf-4b6a-8b03-6587f93721ff

check-kernel-bug-fe458702-6ebb-4d72-aea3-7a0fbb20b08b

check-kernel-bug-ff64ba2a-e8b3-43b5-9245-dbb66139a3e9

check-kernel-exception-00876277-265e-49c7-bbcf-bb3d19b03d72

check-kernel-exception-027282b3-b233-401a-9291-ba622ad514d0

check-kernel-exception-09d6d2b1-3925-439a-91eb-f9b70afa4792

check-kernel-exception-09d9014e-2721-4ee2-9de9-8f88d5b33adf

check-kernel-exception-0d1bf283-b8af-414a-8e52-14f008265b13

check-kernel-exception-0e642553-5e32-47f0-a737-71a17be7c5ac

check-kernel-exception-10286d77-7270-43ab-a966-57692a29f629

check-kernel-exception-1731cc48-5c55-4540-92ef-12fc36c28b7f

check-kernel-exception-19aa2be2-9d81-405a-9921-60286e2bfc0d

check-kernel-exception-1ea1f77f-55b7-4595-b0b8-19d08d4a1eb9

check-kernel-exception-2321838

check-kernel-exception-2321839

check-kernel-exception-2321840.0

check-kernel-exception-2321840.1

check-kernel-exception-2321842.0
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

check-kernel-exception-2321842.1

check-kernel-exception-2321844.0

check-kernel-exception-2321844.1

check-kernel-exception-2321846.0

check-kernel-exception-2321846.1

check-kernel-exception-2321848.0

check-kernel-exception-2321848.1

check-kernel-exception-2321850.0

check-kernel-exception-2321850.1

check-kernel-exception-2321852.0

check-kernel-exception-2321852.1

check-kernel-exception-2321854.0

check-kernel-exception-2321854.1

check-kernel-exception-2323585

check-kernel-exception-3246c8ae-05c9-4300-b5f0-e3ce91eb4c80

check-kernel-exception-35526d04-a689-4fc4-aaa3-46bfeee34830

check-kernel-exception-384acee9-7fb9-4767-8f03-07c989b86df7

check-kernel-exception-41a28456-ca86-4b4e-95c4-8c41474871f5

check-kernel-exception-4cec05f5-df66-419e-a4e3-f31eebfd3fd1

check-kernel-exception-580baa58-5858-4b4d-b37e-370d7c1da2c5

check-kernel-exception-5c51d4e1-dc48-4ccd-ac6f-474f68d466f9

check-kernel-exception-5c7a98e5-a5cf-4269-a366-0cb18167249e

check-kernel-exception-602f3e56-3a70-4f6b-8617-fb87fc9c0c01
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

check-kernel-exception-65a02b46-9796-4f7a-b1ee-d775431168f2

check-kernel-exception-66622223-ac0a-415d-a8d1-75784199050a

check-kernel-exception-6760c534-77df-47a8-ba93-a45a6a53d1d0

check-kernel-exception-6781a1e5-dcdb-47ee-b605-061b44f65fa8

check-kernel-exception-6b2dded8-8b6d-4063-b352-af3a8db96aaf

check-kernel-exception-6d501fe5-ed32-4ba8-bb75-770700e98737

check-kernel-exception-6e33bcd9-04f9-4858-8530-580855fdaa3b

check-kernel-exception-706f804f-d9fc-44a2-905e-cb8f20fd3d12

check-kernel-exception-714e0218-aad2-4307-8b76-7fe5de23a5ad

check-kernel-exception-7469c433-ca03-4867-ba54-fb010b888fc9

check-kernel-exception-7d2511fd-1a76-4ffe-891b-1d769d83ffd3

check-kernel-exception-8b341b89-cfe3-470f-bc69-81f8d7a8abe5

check-kernel-exception-93331e9e-c4a2-498b-8798-b93091e2800e

check-kernel-exception-93c912be-deaf-40ba-94ac-8aba2036375f

check-kernel-exception-98f96a2a-2cb0-42d2-8765-19d1980d6503

check-kernel-exception-99df81d7-4745-435a-a889-105465669e95

check-kernel-exception-9a0d49da-b2ea-414d-85bc-7ca437ad5a47

check-kernel-exception-9aa8b7d2-5d8e-4b8b-a9be-063844e19832

check-kernel-exception-9aef8fac-f42d-42b7-ad13-c1e5d6c7f1d0

check-kernel-exception-9bc227cc-9649-4b44-8443-94023aa8b6a7

check-kernel-exception-a0ba9aa6-063a-4a20-b04d-cd08bf50ce86

check-kernel-exception-aabb8e3c-c60c-4562-ae7d-6dd2ee984a49

check-kernel-exception-ab900cad-be5c-4669-92c9-5c92293056ee
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

check-kernel-exception-b1dba642-f0e5-4418-9e60-819934da1aed

check-kernel-exception-b62b91cd-3816-4c74-a5d4-fcabe4b621f9

check-kernel-exception-b79e8f60-69bd-4cc2-9404-13faf365ea36

check-kernel-exception-be0339f2-79af-4d88-8b61-30fb9613570a

check-kernel-exception-c01ceb4a-3a31-420c-abe2-765ef37aac0a

check-kernel-exception-c5afaf61-f5c0-4903-a8a7-201caeb0d130

check-kernel-exception-cbef3cbc-7778-4bea-b7cb-8e62f23f2813

check-kernel-exception-cc561f55-90ae-4c62-8e14-c29e7b0af9cd

check-kernel-exception-cecab778-4b86-429f-86a3-4caa8a25914f

check-kernel-exception-d2016e31-4a47-4b71-bd3f-da32c7f2e226

check-kernel-exception-d37b6dfd-5686-460c-ade4-72ae8d54b19f

check-kernel-exception-d37be2a0-a767-49ea-8098-893a06feb30e

check-kernel-exception-d44be2a1-982f-48fc-8025-ae340c4c1571

check-kernel-exception-df4810aa-36f9-4282-b32b-09bf76b14f4a

check-kernel-exception-e0c42b79-5f02-478c-8a3a-c14ce8301e38

check-kernel-exception-e14a326f-fa91-4582-9f94-d5fd6855a7aa

check-kernel-exception-e23cf055-c8c4-4103-81a5-79ed0ab150a0

check-kernel-exception-e5b6c86a-48c1-413d-8eed-3ec15806d256

check-kernel-exception-e7665fa5-7429-4c3a-a534-ab7933338bb2

check-kernel-exception-f04ba0c7-e2e6-401b-8cd4-d1b67c7db32d

check-kernel-exception-f150c9ef-cd3c-477c-a5ed-10a8c488f9ea

check-kernel-exception-f2755633-38fb-4901-b029-8f741cd5c795

check-kernel-exception-fad2d4bd-dea3-4e93-8f46-168533088560
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

check-kernel-exception-faea6877-c8ab-42d7-9777-38438f050002

check-kernel-exception-fcaa9ed7-9322-43a4-aa85-915187b2ad24

check-kernel-exception-fd8e7ff2-5489-4403-ac16-31c1a3319219

check-kernel-exception-fde0a29a-6fcf-4b6a-8b03-6587f93721ff

check-kernel-exception-fe458702-6ebb-4d72-aea3-7a0fbb20b08b

check-kernel-exception-ff64ba2a-e8b3-43b5-9245-dbb66139a3e9

check-kernel-fault-00876277-265e-49c7-bbcf-bb3d19b03d72

check-kernel-fault-027282b3-b233-401a-9291-ba622ad514d0

check-kernel-fault-09d6d2b1-3925-439a-91eb-f9b70afa4792

check-kernel-fault-09d9014e-2721-4ee2-9de9-8f88d5b33adf

check-kernel-fault-0d1bf283-b8af-414a-8e52-14f008265b13

check-kernel-fault-0e642553-5e32-47f0-a737-71a17be7c5ac

check-kernel-fault-10286d77-7270-43ab-a966-57692a29f629

check-kernel-fault-1731cc48-5c55-4540-92ef-12fc36c28b7f

check-kernel-fault-19aa2be2-9d81-405a-9921-60286e2bfc0d

check-kernel-fault-1ea1f77f-55b7-4595-b0b8-19d08d4a1eb9

check-kernel-fault-2321838

check-kernel-fault-2321839

check-kernel-fault-2321840.0

check-kernel-fault-2321840.1

check-kernel-fault-2321842.0

check-kernel-fault-2321842.1

check-kernel-fault-2321844.0
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

check-kernel-fault-2321844.1

check-kernel-fault-2321846.0

check-kernel-fault-2321846.1

check-kernel-fault-2321848.0

check-kernel-fault-2321848.1

check-kernel-fault-2321850.0

check-kernel-fault-2321850.1

check-kernel-fault-2321852.0

check-kernel-fault-2321852.1

check-kernel-fault-2321854.0

check-kernel-fault-2321854.1

check-kernel-fault-2323585

check-kernel-fault-3246c8ae-05c9-4300-b5f0-e3ce91eb4c80

check-kernel-fault-35526d04-a689-4fc4-aaa3-46bfeee34830

check-kernel-fault-384acee9-7fb9-4767-8f03-07c989b86df7

check-kernel-fault-41a28456-ca86-4b4e-95c4-8c41474871f5

check-kernel-fault-4cec05f5-df66-419e-a4e3-f31eebfd3fd1

check-kernel-fault-580baa58-5858-4b4d-b37e-370d7c1da2c5

check-kernel-fault-5c51d4e1-dc48-4ccd-ac6f-474f68d466f9

check-kernel-fault-5c7a98e5-a5cf-4269-a366-0cb18167249e

check-kernel-fault-602f3e56-3a70-4f6b-8617-fb87fc9c0c01

check-kernel-fault-65a02b46-9796-4f7a-b1ee-d775431168f2

check-kernel-fault-66622223-ac0a-415d-a8d1-75784199050a
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

check-kernel-fault-6760c534-77df-47a8-ba93-a45a6a53d1d0

check-kernel-fault-6781a1e5-dcdb-47ee-b605-061b44f65fa8

check-kernel-fault-6b2dded8-8b6d-4063-b352-af3a8db96aaf

check-kernel-fault-6d501fe5-ed32-4ba8-bb75-770700e98737

check-kernel-fault-6e33bcd9-04f9-4858-8530-580855fdaa3b

check-kernel-fault-706f804f-d9fc-44a2-905e-cb8f20fd3d12

check-kernel-fault-714e0218-aad2-4307-8b76-7fe5de23a5ad

check-kernel-fault-7469c433-ca03-4867-ba54-fb010b888fc9

check-kernel-fault-7d2511fd-1a76-4ffe-891b-1d769d83ffd3

check-kernel-fault-8b341b89-cfe3-470f-bc69-81f8d7a8abe5

check-kernel-fault-93331e9e-c4a2-498b-8798-b93091e2800e

check-kernel-fault-93c912be-deaf-40ba-94ac-8aba2036375f

check-kernel-fault-98f96a2a-2cb0-42d2-8765-19d1980d6503

check-kernel-fault-99df81d7-4745-435a-a889-105465669e95

check-kernel-fault-9a0d49da-b2ea-414d-85bc-7ca437ad5a47

check-kernel-fault-9aa8b7d2-5d8e-4b8b-a9be-063844e19832

check-kernel-fault-9aef8fac-f42d-42b7-ad13-c1e5d6c7f1d0

check-kernel-fault-9bc227cc-9649-4b44-8443-94023aa8b6a7

check-kernel-fault-a0ba9aa6-063a-4a20-b04d-cd08bf50ce86

check-kernel-fault-aabb8e3c-c60c-4562-ae7d-6dd2ee984a49

check-kernel-fault-ab900cad-be5c-4669-92c9-5c92293056ee

check-kernel-fault-b1dba642-f0e5-4418-9e60-819934da1aed

check-kernel-fault-b62b91cd-3816-4c74-a5d4-fcabe4b621f9
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

check-kernel-fault-b79e8f60-69bd-4cc2-9404-13faf365ea36

check-kernel-fault-be0339f2-79af-4d88-8b61-30fb9613570a

check-kernel-fault-c01ceb4a-3a31-420c-abe2-765ef37aac0a

check-kernel-fault-c5afaf61-f5c0-4903-a8a7-201caeb0d130

check-kernel-fault-cbef3cbc-7778-4bea-b7cb-8e62f23f2813

check-kernel-fault-cc561f55-90ae-4c62-8e14-c29e7b0af9cd

check-kernel-fault-cecab778-4b86-429f-86a3-4caa8a25914f

check-kernel-fault-d2016e31-4a47-4b71-bd3f-da32c7f2e226

check-kernel-fault-d37b6dfd-5686-460c-ade4-72ae8d54b19f

check-kernel-fault-d37be2a0-a767-49ea-8098-893a06feb30e

check-kernel-fault-d44be2a1-982f-48fc-8025-ae340c4c1571

check-kernel-fault-df4810aa-36f9-4282-b32b-09bf76b14f4a

check-kernel-fault-e0c42b79-5f02-478c-8a3a-c14ce8301e38

check-kernel-fault-e14a326f-fa91-4582-9f94-d5fd6855a7aa

check-kernel-fault-e23cf055-c8c4-4103-81a5-79ed0ab150a0

check-kernel-fault-e5b6c86a-48c1-413d-8eed-3ec15806d256

check-kernel-fault-e7665fa5-7429-4c3a-a534-ab7933338bb2

check-kernel-fault-f04ba0c7-e2e6-401b-8cd4-d1b67c7db32d

check-kernel-fault-f150c9ef-cd3c-477c-a5ed-10a8c488f9ea

check-kernel-fault-f2755633-38fb-4901-b029-8f741cd5c795

check-kernel-fault-fad2d4bd-dea3-4e93-8f46-168533088560

check-kernel-fault-faea6877-c8ab-42d7-9777-38438f050002

check-kernel-fault-fcaa9ed7-9322-43a4-aa85-915187b2ad24
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

check-kernel-fault-fd8e7ff2-5489-4403-ac16-31c1a3319219

check-kernel-fault-fde0a29a-6fcf-4b6a-8b03-6587f93721ff

check-kernel-fault-fe458702-6ebb-4d72-aea3-7a0fbb20b08b

check-kernel-fault-ff64ba2a-e8b3-43b5-9245-dbb66139a3e9

check-kernel-invalid-opcode-00876277-265e-49c7-bbcf-bb3d19b03d72

check-kernel-invalid-opcode-027282b3-b233-401a-9291-ba622ad514d0

check-kernel-invalid-opcode-09d6d2b1-3925-439a-91eb-f9b70afa4792

check-kernel-invalid-opcode-09d9014e-2721-4ee2-9de9-8f88d5b33adf

check-kernel-invalid-opcode-0d1bf283-b8af-414a-8e52-14f008265b13

check-kernel-invalid-opcode-0e642553-5e32-47f0-a737-71a17be7c5ac

check-kernel-invalid-opcode-10286d77-7270-43ab-a966-57692a29f629

check-kernel-invalid-opcode-1731cc48-5c55-4540-92ef-12fc36c28b7f

check-kernel-invalid-opcode-19aa2be2-9d81-405a-9921-60286e2bfc0d

check-kernel-invalid-opcode-1ea1f77f-55b7-4595-b0b8-19d08d4a1eb9

check-kernel-invalid-opcode-2321838

check-kernel-invalid-opcode-2321839

check-kernel-invalid-opcode-2321840.0

check-kernel-invalid-opcode-2321840.1

check-kernel-invalid-opcode-2321842.0

check-kernel-invalid-opcode-2321842.1

check-kernel-invalid-opcode-2321844.0

check-kernel-invalid-opcode-2321844.1

check-kernel-invalid-opcode-2321846.0
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

check-kernel-invalid-opcode-2321846.1

check-kernel-invalid-opcode-2321848.0

check-kernel-invalid-opcode-2321848.1

check-kernel-invalid-opcode-2321850.0

check-kernel-invalid-opcode-2321850.1

check-kernel-invalid-opcode-2321852.0

check-kernel-invalid-opcode-2321852.1

check-kernel-invalid-opcode-2321854.0

check-kernel-invalid-opcode-2321854.1

check-kernel-invalid-opcode-2323585

check-kernel-invalid-opcode-3246c8ae-05c9-4300-b5f0-e3ce91eb4c80

check-kernel-invalid-opcode-35526d04-a689-4fc4-aaa3-46bfeee34830

check-kernel-invalid-opcode-384acee9-7fb9-4767-8f03-07c989b86df7

check-kernel-invalid-opcode-41a28456-ca86-4b4e-95c4-8c41474871f5

check-kernel-invalid-opcode-4cec05f5-df66-419e-a4e3-f31eebfd3fd1

check-kernel-invalid-opcode-580baa58-5858-4b4d-b37e-370d7c1da2c5

check-kernel-invalid-opcode-5c51d4e1-dc48-4ccd-ac6f-474f68d466f9

check-kernel-invalid-opcode-5c7a98e5-a5cf-4269-a366-0cb18167249e

check-kernel-invalid-opcode-602f3e56-3a70-4f6b-8617-fb87fc9c0c01

check-kernel-invalid-opcode-65a02b46-9796-4f7a-b1ee-d775431168f2

check-kernel-invalid-opcode-66622223-ac0a-415d-a8d1-75784199050a

check-kernel-invalid-opcode-6760c534-77df-47a8-ba93-a45a6a53d1d0

check-kernel-invalid-opcode-6781a1e5-dcdb-47ee-b605-061b44f65fa8
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

check-kernel-invalid-opcode-6b2dded8-8b6d-4063-b352-af3a8db96aaf

check-kernel-invalid-opcode-6d501fe5-ed32-4ba8-bb75-770700e98737

check-kernel-invalid-opcode-6e33bcd9-04f9-4858-8530-580855fdaa3b

check-kernel-invalid-opcode-706f804f-d9fc-44a2-905e-cb8f20fd3d12

check-kernel-invalid-opcode-714e0218-aad2-4307-8b76-7fe5de23a5ad

check-kernel-invalid-opcode-7469c433-ca03-4867-ba54-fb010b888fc9

check-kernel-invalid-opcode-7d2511fd-1a76-4ffe-891b-1d769d83ffd3

check-kernel-invalid-opcode-8b341b89-cfe3-470f-bc69-81f8d7a8abe5

check-kernel-invalid-opcode-93331e9e-c4a2-498b-8798-b93091e2800e

check-kernel-invalid-opcode-93c912be-deaf-40ba-94ac-8aba2036375f

check-kernel-invalid-opcode-98f96a2a-2cb0-42d2-8765-19d1980d6503

check-kernel-invalid-opcode-99df81d7-4745-435a-a889-105465669e95

check-kernel-invalid-opcode-9a0d49da-b2ea-414d-85bc-7ca437ad5a47

check-kernel-invalid-opcode-9aa8b7d2-5d8e-4b8b-a9be-063844e19832

check-kernel-invalid-opcode-9aef8fac-f42d-42b7-ad13-c1e5d6c7f1d0

check-kernel-invalid-opcode-9bc227cc-9649-4b44-8443-94023aa8b6a7

check-kernel-invalid-opcode-a0ba9aa6-063a-4a20-b04d-cd08bf50ce86

check-kernel-invalid-opcode-aabb8e3c-c60c-4562-ae7d-6dd2ee984a49

check-kernel-invalid-opcode-ab900cad-be5c-4669-92c9-5c92293056ee

check-kernel-invalid-opcode-b1dba642-f0e5-4418-9e60-819934da1aed

check-kernel-invalid-opcode-b62b91cd-3816-4c74-a5d4-fcabe4b621f9

check-kernel-invalid-opcode-b79e8f60-69bd-4cc2-9404-13faf365ea36

check-kernel-invalid-opcode-be0339f2-79af-4d88-8b61-30fb9613570a
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

check-kernel-invalid-opcode-c01ceb4a-3a31-420c-abe2-765ef37aac0a

check-kernel-invalid-opcode-c5afaf61-f5c0-4903-a8a7-201caeb0d130

check-kernel-invalid-opcode-cbef3cbc-7778-4bea-b7cb-8e62f23f2813

check-kernel-invalid-opcode-cc561f55-90ae-4c62-8e14-c29e7b0af9cd

check-kernel-invalid-opcode-cecab778-4b86-429f-86a3-4caa8a25914f

check-kernel-invalid-opcode-d2016e31-4a47-4b71-bd3f-da32c7f2e226

check-kernel-invalid-opcode-d37b6dfd-5686-460c-ade4-72ae8d54b19f

check-kernel-invalid-opcode-d37be2a0-a767-49ea-8098-893a06feb30e

check-kernel-invalid-opcode-d44be2a1-982f-48fc-8025-ae340c4c1571

check-kernel-invalid-opcode-df4810aa-36f9-4282-b32b-09bf76b14f4a

check-kernel-invalid-opcode-e0c42b79-5f02-478c-8a3a-c14ce8301e38

check-kernel-invalid-opcode-e14a326f-fa91-4582-9f94-d5fd6855a7aa

check-kernel-invalid-opcode-e23cf055-c8c4-4103-81a5-79ed0ab150a0

check-kernel-invalid-opcode-e5b6c86a-48c1-413d-8eed-3ec15806d256

check-kernel-invalid-opcode-e7665fa5-7429-4c3a-a534-ab7933338bb2

check-kernel-invalid-opcode-f04ba0c7-e2e6-401b-8cd4-d1b67c7db32d

check-kernel-invalid-opcode-f150c9ef-cd3c-477c-a5ed-10a8c488f9ea

check-kernel-invalid-opcode-f2755633-38fb-4901-b029-8f741cd5c795

check-kernel-invalid-opcode-fad2d4bd-dea3-4e93-8f46-168533088560

check-kernel-invalid-opcode-faea6877-c8ab-42d7-9777-38438f050002

check-kernel-invalid-opcode-fcaa9ed7-9322-43a4-aa85-915187b2ad24

check-kernel-invalid-opcode-fd8e7ff2-5489-4403-ac16-31c1a3319219

check-kernel-invalid-opcode-fde0a29a-6fcf-4b6a-8b03-6587f93721ff
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

check-kernel-invalid-opcode-fe458702-6ebb-4d72-aea3-7a0fbb20b08b

check-kernel-invalid-opcode-ff64ba2a-e8b3-43b5-9245-dbb66139a3e9

check-kernel-oops-00876277-265e-49c7-bbcf-bb3d19b03d72

check-kernel-oops-027282b3-b233-401a-9291-ba622ad514d0

check-kernel-oops-09d6d2b1-3925-439a-91eb-f9b70afa4792

check-kernel-oops-09d9014e-2721-4ee2-9de9-8f88d5b33adf

check-kernel-oops-0d1bf283-b8af-414a-8e52-14f008265b13

check-kernel-oops-0e642553-5e32-47f0-a737-71a17be7c5ac

check-kernel-oops-10286d77-7270-43ab-a966-57692a29f629

check-kernel-oops-1731cc48-5c55-4540-92ef-12fc36c28b7f

check-kernel-oops-19aa2be2-9d81-405a-9921-60286e2bfc0d

check-kernel-oops-1ea1f77f-55b7-4595-b0b8-19d08d4a1eb9

check-kernel-oops-2321838

check-kernel-oops-2321839

check-kernel-oops-2321840.0

check-kernel-oops-2321840.1

check-kernel-oops-2321842.0

check-kernel-oops-2321842.1

check-kernel-oops-2321844.0

check-kernel-oops-2321844.1

check-kernel-oops-2321846.0

check-kernel-oops-2321846.1

check-kernel-oops-2321848.0
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

check-kernel-oops-2321848.1

check-kernel-oops-2321850.0

check-kernel-oops-2321850.1

check-kernel-oops-2321852.0

check-kernel-oops-2321852.1

check-kernel-oops-2321854.0

check-kernel-oops-2321854.1

check-kernel-oops-2323585

check-kernel-oops-3246c8ae-05c9-4300-b5f0-e3ce91eb4c80

check-kernel-oops-35526d04-a689-4fc4-aaa3-46bfeee34830

check-kernel-oops-384acee9-7fb9-4767-8f03-07c989b86df7

check-kernel-oops-41a28456-ca86-4b4e-95c4-8c41474871f5

check-kernel-oops-4cec05f5-df66-419e-a4e3-f31eebfd3fd1

check-kernel-oops-580baa58-5858-4b4d-b37e-370d7c1da2c5

check-kernel-oops-5c51d4e1-dc48-4ccd-ac6f-474f68d466f9

check-kernel-oops-5c7a98e5-a5cf-4269-a366-0cb18167249e

check-kernel-oops-602f3e56-3a70-4f6b-8617-fb87fc9c0c01

check-kernel-oops-65a02b46-9796-4f7a-b1ee-d775431168f2

check-kernel-oops-66622223-ac0a-415d-a8d1-75784199050a

check-kernel-oops-6760c534-77df-47a8-ba93-a45a6a53d1d0

check-kernel-oops-6781a1e5-dcdb-47ee-b605-061b44f65fa8

check-kernel-oops-6b2dded8-8b6d-4063-b352-af3a8db96aaf

check-kernel-oops-6d501fe5-ed32-4ba8-bb75-770700e98737
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

check-kernel-oops-6e33bcd9-04f9-4858-8530-580855fdaa3b

check-kernel-oops-706f804f-d9fc-44a2-905e-cb8f20fd3d12

check-kernel-oops-714e0218-aad2-4307-8b76-7fe5de23a5ad

check-kernel-oops-7469c433-ca03-4867-ba54-fb010b888fc9

check-kernel-oops-7d2511fd-1a76-4ffe-891b-1d769d83ffd3

check-kernel-oops-8b341b89-cfe3-470f-bc69-81f8d7a8abe5

check-kernel-oops-93331e9e-c4a2-498b-8798-b93091e2800e

check-kernel-oops-93c912be-deaf-40ba-94ac-8aba2036375f

check-kernel-oops-98f96a2a-2cb0-42d2-8765-19d1980d6503

check-kernel-oops-99df81d7-4745-435a-a889-105465669e95

check-kernel-oops-9a0d49da-b2ea-414d-85bc-7ca437ad5a47

check-kernel-oops-9aa8b7d2-5d8e-4b8b-a9be-063844e19832

check-kernel-oops-9aef8fac-f42d-42b7-ad13-c1e5d6c7f1d0

check-kernel-oops-9bc227cc-9649-4b44-8443-94023aa8b6a7

check-kernel-oops-a0ba9aa6-063a-4a20-b04d-cd08bf50ce86

check-kernel-oops-aabb8e3c-c60c-4562-ae7d-6dd2ee984a49

check-kernel-oops-ab900cad-be5c-4669-92c9-5c92293056ee

check-kernel-oops-b1dba642-f0e5-4418-9e60-819934da1aed

check-kernel-oops-b62b91cd-3816-4c74-a5d4-fcabe4b621f9

check-kernel-oops-b79e8f60-69bd-4cc2-9404-13faf365ea36

check-kernel-oops-be0339f2-79af-4d88-8b61-30fb9613570a

check-kernel-oops-c01ceb4a-3a31-420c-abe2-765ef37aac0a

check-kernel-oops-c5afaf61-f5c0-4903-a8a7-201caeb0d130
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

check-kernel-oops-cbef3cbc-7778-4bea-b7cb-8e62f23f2813

check-kernel-oops-cc561f55-90ae-4c62-8e14-c29e7b0af9cd

check-kernel-oops-cecab778-4b86-429f-86a3-4caa8a25914f

check-kernel-oops-d2016e31-4a47-4b71-bd3f-da32c7f2e226

check-kernel-oops-d37b6dfd-5686-460c-ade4-72ae8d54b19f

check-kernel-oops-d37be2a0-a767-49ea-8098-893a06feb30e

check-kernel-oops-d44be2a1-982f-48fc-8025-ae340c4c1571

check-kernel-oops-df4810aa-36f9-4282-b32b-09bf76b14f4a

check-kernel-oops-e0c42b79-5f02-478c-8a3a-c14ce8301e38

check-kernel-oops-e14a326f-fa91-4582-9f94-d5fd6855a7aa

check-kernel-oops-e23cf055-c8c4-4103-81a5-79ed0ab150a0

check-kernel-oops-e5b6c86a-48c1-413d-8eed-3ec15806d256

check-kernel-oops-e7665fa5-7429-4c3a-a534-ab7933338bb2

check-kernel-oops-f04ba0c7-e2e6-401b-8cd4-d1b67c7db32d

check-kernel-oops-f150c9ef-cd3c-477c-a5ed-10a8c488f9ea

check-kernel-oops-f2755633-38fb-4901-b029-8f741cd5c795

check-kernel-oops-fad2d4bd-dea3-4e93-8f46-168533088560

check-kernel-oops-faea6877-c8ab-42d7-9777-38438f050002

check-kernel-oops-fcaa9ed7-9322-43a4-aa85-915187b2ad24

check-kernel-oops-fd8e7ff2-5489-4403-ac16-31c1a3319219

check-kernel-oops-fde0a29a-6fcf-4b6a-8b03-6587f93721ff

check-kernel-oops-fe458702-6ebb-4d72-aea3-7a0fbb20b08b

check-kernel-oops-ff64ba2a-e8b3-43b5-9245-dbb66139a3e9
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

check-kernel-panic-00876277-265e-49c7-bbcf-bb3d19b03d72

check-kernel-panic-027282b3-b233-401a-9291-ba622ad514d0

check-kernel-panic-09d6d2b1-3925-439a-91eb-f9b70afa4792

check-kernel-panic-09d9014e-2721-4ee2-9de9-8f88d5b33adf

check-kernel-panic-0d1bf283-b8af-414a-8e52-14f008265b13

check-kernel-panic-0e642553-5e32-47f0-a737-71a17be7c5ac

check-kernel-panic-10286d77-7270-43ab-a966-57692a29f629

check-kernel-panic-1731cc48-5c55-4540-92ef-12fc36c28b7f

check-kernel-panic-19aa2be2-9d81-405a-9921-60286e2bfc0d

check-kernel-panic-1ea1f77f-55b7-4595-b0b8-19d08d4a1eb9

check-kernel-panic-2321838

check-kernel-panic-2321839

check-kernel-panic-2321840.0

check-kernel-panic-2321840.1

check-kernel-panic-2321842.0

check-kernel-panic-2321842.1

check-kernel-panic-2321844.0

check-kernel-panic-2321844.1

check-kernel-panic-2321846.0

check-kernel-panic-2321846.1

check-kernel-panic-2321848.0

check-kernel-panic-2321848.1

check-kernel-panic-2321850.0
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

check-kernel-panic-2321850.1

check-kernel-panic-2321852.0

check-kernel-panic-2321852.1

check-kernel-panic-2321854.0

check-kernel-panic-2321854.1

check-kernel-panic-2323585

check-kernel-panic-3246c8ae-05c9-4300-b5f0-e3ce91eb4c80

check-kernel-panic-35526d04-a689-4fc4-aaa3-46bfeee34830

check-kernel-panic-384acee9-7fb9-4767-8f03-07c989b86df7

check-kernel-panic-41a28456-ca86-4b4e-95c4-8c41474871f5

check-kernel-panic-4cec05f5-df66-419e-a4e3-f31eebfd3fd1

check-kernel-panic-580baa58-5858-4b4d-b37e-370d7c1da2c5

check-kernel-panic-5c51d4e1-dc48-4ccd-ac6f-474f68d466f9

check-kernel-panic-5c7a98e5-a5cf-4269-a366-0cb18167249e

check-kernel-panic-602f3e56-3a70-4f6b-8617-fb87fc9c0c01

check-kernel-panic-65a02b46-9796-4f7a-b1ee-d775431168f2

check-kernel-panic-66622223-ac0a-415d-a8d1-75784199050a

check-kernel-panic-6760c534-77df-47a8-ba93-a45a6a53d1d0

check-kernel-panic-6781a1e5-dcdb-47ee-b605-061b44f65fa8

check-kernel-panic-6b2dded8-8b6d-4063-b352-af3a8db96aaf

check-kernel-panic-6d501fe5-ed32-4ba8-bb75-770700e98737

check-kernel-panic-6e33bcd9-04f9-4858-8530-580855fdaa3b

check-kernel-panic-706f804f-d9fc-44a2-905e-cb8f20fd3d12
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

check-kernel-panic-714e0218-aad2-4307-8b76-7fe5de23a5ad

check-kernel-panic-7469c433-ca03-4867-ba54-fb010b888fc9

check-kernel-panic-7d2511fd-1a76-4ffe-891b-1d769d83ffd3

check-kernel-panic-8b341b89-cfe3-470f-bc69-81f8d7a8abe5

check-kernel-panic-93331e9e-c4a2-498b-8798-b93091e2800e

check-kernel-panic-93c912be-deaf-40ba-94ac-8aba2036375f

check-kernel-panic-98f96a2a-2cb0-42d2-8765-19d1980d6503

check-kernel-panic-99df81d7-4745-435a-a889-105465669e95

check-kernel-panic-9a0d49da-b2ea-414d-85bc-7ca437ad5a47

check-kernel-panic-9aa8b7d2-5d8e-4b8b-a9be-063844e19832

check-kernel-panic-9aef8fac-f42d-42b7-ad13-c1e5d6c7f1d0

check-kernel-panic-9bc227cc-9649-4b44-8443-94023aa8b6a7

check-kernel-panic-a0ba9aa6-063a-4a20-b04d-cd08bf50ce86

check-kernel-panic-aabb8e3c-c60c-4562-ae7d-6dd2ee984a49

check-kernel-panic-ab900cad-be5c-4669-92c9-5c92293056ee

check-kernel-panic-b1dba642-f0e5-4418-9e60-819934da1aed

check-kernel-panic-b62b91cd-3816-4c74-a5d4-fcabe4b621f9

check-kernel-panic-b79e8f60-69bd-4cc2-9404-13faf365ea36

check-kernel-panic-be0339f2-79af-4d88-8b61-30fb9613570a

check-kernel-panic-c01ceb4a-3a31-420c-abe2-765ef37aac0a

check-kernel-panic-c5afaf61-f5c0-4903-a8a7-201caeb0d130

check-kernel-panic-cbef3cbc-7778-4bea-b7cb-8e62f23f2813

check-kernel-panic-cc561f55-90ae-4c62-8e14-c29e7b0af9cd
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

check-kernel-panic-cecab778-4b86-429f-86a3-4caa8a25914f

check-kernel-panic-d2016e31-4a47-4b71-bd3f-da32c7f2e226

check-kernel-panic-d37b6dfd-5686-460c-ade4-72ae8d54b19f

check-kernel-panic-d37be2a0-a767-49ea-8098-893a06feb30e

check-kernel-panic-d44be2a1-982f-48fc-8025-ae340c4c1571

check-kernel-panic-df4810aa-36f9-4282-b32b-09bf76b14f4a

check-kernel-panic-e0c42b79-5f02-478c-8a3a-c14ce8301e38

check-kernel-panic-e14a326f-fa91-4582-9f94-d5fd6855a7aa

check-kernel-panic-e23cf055-c8c4-4103-81a5-79ed0ab150a0

check-kernel-panic-e5b6c86a-48c1-413d-8eed-3ec15806d256

check-kernel-panic-e7665fa5-7429-4c3a-a534-ab7933338bb2

check-kernel-panic-f04ba0c7-e2e6-401b-8cd4-d1b67c7db32d

check-kernel-panic-f150c9ef-cd3c-477c-a5ed-10a8c488f9ea

check-kernel-panic-f2755633-38fb-4901-b029-8f741cd5c795

check-kernel-panic-fad2d4bd-dea3-4e93-8f46-168533088560

check-kernel-panic-faea6877-c8ab-42d7-9777-38438f050002

check-kernel-panic-fcaa9ed7-9322-43a4-aa85-915187b2ad24

check-kernel-panic-fd8e7ff2-5489-4403-ac16-31c1a3319219

check-kernel-panic-fde0a29a-6fcf-4b6a-8b03-6587f93721ff

check-kernel-panic-fe458702-6ebb-4d72-aea3-7a0fbb20b08b

check-kernel-panic-ff64ba2a-e8b3-43b5-9245-dbb66139a3e9

check-kernel-trace-00876277-265e-49c7-bbcf-bb3d19b03d72

check-kernel-trace-027282b3-b233-401a-9291-ba622ad514d0
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

check-kernel-trace-09d6d2b1-3925-439a-91eb-f9b70afa4792

check-kernel-trace-09d9014e-2721-4ee2-9de9-8f88d5b33adf

check-kernel-trace-0d1bf283-b8af-414a-8e52-14f008265b13

check-kernel-trace-0e642553-5e32-47f0-a737-71a17be7c5ac

check-kernel-trace-10286d77-7270-43ab-a966-57692a29f629

check-kernel-trace-1731cc48-5c55-4540-92ef-12fc36c28b7f

check-kernel-trace-19aa2be2-9d81-405a-9921-60286e2bfc0d

check-kernel-trace-1ea1f77f-55b7-4595-b0b8-19d08d4a1eb9

check-kernel-trace-2321838

check-kernel-trace-2321839

check-kernel-trace-2321840.0

check-kernel-trace-2321840.1

check-kernel-trace-2321842.0

check-kernel-trace-2321842.1

check-kernel-trace-2321844.0

check-kernel-trace-2321844.1

check-kernel-trace-2321846.0

check-kernel-trace-2321846.1

check-kernel-trace-2321848.0

check-kernel-trace-2321848.1

check-kernel-trace-2321850.0

check-kernel-trace-2321850.1

check-kernel-trace-2321852.0
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

check-kernel-trace-2321852.1

check-kernel-trace-2321854.0

check-kernel-trace-2321854.1

check-kernel-trace-2323585

check-kernel-trace-3246c8ae-05c9-4300-b5f0-e3ce91eb4c80

check-kernel-trace-35526d04-a689-4fc4-aaa3-46bfeee34830

check-kernel-trace-384acee9-7fb9-4767-8f03-07c989b86df7

check-kernel-trace-41a28456-ca86-4b4e-95c4-8c41474871f5

check-kernel-trace-4cec05f5-df66-419e-a4e3-f31eebfd3fd1

check-kernel-trace-580baa58-5858-4b4d-b37e-370d7c1da2c5

check-kernel-trace-5c51d4e1-dc48-4ccd-ac6f-474f68d466f9

check-kernel-trace-5c7a98e5-a5cf-4269-a366-0cb18167249e

check-kernel-trace-602f3e56-3a70-4f6b-8617-fb87fc9c0c01

check-kernel-trace-65a02b46-9796-4f7a-b1ee-d775431168f2

check-kernel-trace-66622223-ac0a-415d-a8d1-75784199050a

check-kernel-trace-6760c534-77df-47a8-ba93-a45a6a53d1d0

check-kernel-trace-6781a1e5-dcdb-47ee-b605-061b44f65fa8

check-kernel-trace-6b2dded8-8b6d-4063-b352-af3a8db96aaf

check-kernel-trace-6d501fe5-ed32-4ba8-bb75-770700e98737

check-kernel-trace-6e33bcd9-04f9-4858-8530-580855fdaa3b

check-kernel-trace-706f804f-d9fc-44a2-905e-cb8f20fd3d12

check-kernel-trace-714e0218-aad2-4307-8b76-7fe5de23a5ad

check-kernel-trace-7469c433-ca03-4867-ba54-fb010b888fc9
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

check-kernel-trace-7d2511fd-1a76-4ffe-891b-1d769d83ffd3

check-kernel-trace-8b341b89-cfe3-470f-bc69-81f8d7a8abe5

check-kernel-trace-93331e9e-c4a2-498b-8798-b93091e2800e

check-kernel-trace-93c912be-deaf-40ba-94ac-8aba2036375f

check-kernel-trace-98f96a2a-2cb0-42d2-8765-19d1980d6503

check-kernel-trace-99df81d7-4745-435a-a889-105465669e95

check-kernel-trace-9a0d49da-b2ea-414d-85bc-7ca437ad5a47

check-kernel-trace-9aa8b7d2-5d8e-4b8b-a9be-063844e19832

check-kernel-trace-9aef8fac-f42d-42b7-ad13-c1e5d6c7f1d0

check-kernel-trace-9bc227cc-9649-4b44-8443-94023aa8b6a7

check-kernel-trace-a0ba9aa6-063a-4a20-b04d-cd08bf50ce86

check-kernel-trace-aabb8e3c-c60c-4562-ae7d-6dd2ee984a49

check-kernel-trace-ab900cad-be5c-4669-92c9-5c92293056ee

check-kernel-trace-b1dba642-f0e5-4418-9e60-819934da1aed

check-kernel-trace-b62b91cd-3816-4c74-a5d4-fcabe4b621f9

check-kernel-trace-b79e8f60-69bd-4cc2-9404-13faf365ea36

check-kernel-trace-be0339f2-79af-4d88-8b61-30fb9613570a

check-kernel-trace-c01ceb4a-3a31-420c-abe2-765ef37aac0a

check-kernel-trace-c5afaf61-f5c0-4903-a8a7-201caeb0d130

check-kernel-trace-cbef3cbc-7778-4bea-b7cb-8e62f23f2813

check-kernel-trace-cc561f55-90ae-4c62-8e14-c29e7b0af9cd

check-kernel-trace-cecab778-4b86-429f-86a3-4caa8a25914f

check-kernel-trace-d2016e31-4a47-4b71-bd3f-da32c7f2e226
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

check-kernel-trace-d37b6dfd-5686-460c-ade4-72ae8d54b19f

check-kernel-trace-d37be2a0-a767-49ea-8098-893a06feb30e

check-kernel-trace-d44be2a1-982f-48fc-8025-ae340c4c1571

check-kernel-trace-df4810aa-36f9-4282-b32b-09bf76b14f4a

check-kernel-trace-e0c42b79-5f02-478c-8a3a-c14ce8301e38

check-kernel-trace-e14a326f-fa91-4582-9f94-d5fd6855a7aa

check-kernel-trace-e23cf055-c8c4-4103-81a5-79ed0ab150a0

check-kernel-trace-e5b6c86a-48c1-413d-8eed-3ec15806d256

check-kernel-trace-e7665fa5-7429-4c3a-a534-ab7933338bb2

check-kernel-trace-f04ba0c7-e2e6-401b-8cd4-d1b67c7db32d

check-kernel-trace-f150c9ef-cd3c-477c-a5ed-10a8c488f9ea

check-kernel-trace-f2755633-38fb-4901-b029-8f741cd5c795

check-kernel-trace-fad2d4bd-dea3-4e93-8f46-168533088560

check-kernel-trace-faea6877-c8ab-42d7-9777-38438f050002

check-kernel-trace-fcaa9ed7-9322-43a4-aa85-915187b2ad24

check-kernel-trace-fd8e7ff2-5489-4403-ac16-31c1a3319219

check-kernel-trace-fde0a29a-6fcf-4b6a-8b03-6587f93721ff

check-kernel-trace-fe458702-6ebb-4d72-aea3-7a0fbb20b08b

check-kernel-trace-ff64ba2a-e8b3-43b5-9245-dbb66139a3e9

check-kernel-warning-00876277-265e-49c7-bbcf-bb3d19b03d72

check-kernel-warning-027282b3-b233-401a-9291-ba622ad514d0

check-kernel-warning-09d6d2b1-3925-439a-91eb-f9b70afa4792

check-kernel-warning-09d9014e-2721-4ee2-9de9-8f88d5b33adf
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

check-kernel-warning-0d1bf283-b8af-414a-8e52-14f008265b13

check-kernel-warning-0e642553-5e32-47f0-a737-71a17be7c5ac

check-kernel-warning-10286d77-7270-43ab-a966-57692a29f629

check-kernel-warning-1731cc48-5c55-4540-92ef-12fc36c28b7f

check-kernel-warning-19aa2be2-9d81-405a-9921-60286e2bfc0d

check-kernel-warning-1ea1f77f-55b7-4595-b0b8-19d08d4a1eb9

check-kernel-warning-2321838

check-kernel-warning-2321839

check-kernel-warning-2321840.0

check-kernel-warning-2321840.1

check-kernel-warning-2321842.0

check-kernel-warning-2321842.1

check-kernel-warning-2321844.0

check-kernel-warning-2321844.1

check-kernel-warning-2321846.0

check-kernel-warning-2321846.1

check-kernel-warning-2321848.0

check-kernel-warning-2321848.1

check-kernel-warning-2321850.0

check-kernel-warning-2321850.1

check-kernel-warning-2321852.0

check-kernel-warning-2321852.1

check-kernel-warning-2321854.0
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

check-kernel-warning-2321854.1

check-kernel-warning-2323585

check-kernel-warning-3246c8ae-05c9-4300-b5f0-e3ce91eb4c80

check-kernel-warning-35526d04-a689-4fc4-aaa3-46bfeee34830

check-kernel-warning-384acee9-7fb9-4767-8f03-07c989b86df7

check-kernel-warning-41a28456-ca86-4b4e-95c4-8c41474871f5

check-kernel-warning-4cec05f5-df66-419e-a4e3-f31eebfd3fd1

check-kernel-warning-580baa58-5858-4b4d-b37e-370d7c1da2c5

check-kernel-warning-5c51d4e1-dc48-4ccd-ac6f-474f68d466f9

check-kernel-warning-5c7a98e5-a5cf-4269-a366-0cb18167249e

check-kernel-warning-602f3e56-3a70-4f6b-8617-fb87fc9c0c01

check-kernel-warning-65a02b46-9796-4f7a-b1ee-d775431168f2

check-kernel-warning-66622223-ac0a-415d-a8d1-75784199050a

check-kernel-warning-6760c534-77df-47a8-ba93-a45a6a53d1d0

check-kernel-warning-6781a1e5-dcdb-47ee-b605-061b44f65fa8

check-kernel-warning-6b2dded8-8b6d-4063-b352-af3a8db96aaf

check-kernel-warning-6d501fe5-ed32-4ba8-bb75-770700e98737

check-kernel-warning-6e33bcd9-04f9-4858-8530-580855fdaa3b

check-kernel-warning-706f804f-d9fc-44a2-905e-cb8f20fd3d12

check-kernel-warning-714e0218-aad2-4307-8b76-7fe5de23a5ad

check-kernel-warning-7469c433-ca03-4867-ba54-fb010b888fc9

check-kernel-warning-7d2511fd-1a76-4ffe-891b-1d769d83ffd3

check-kernel-warning-8b341b89-cfe3-470f-bc69-81f8d7a8abe5
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

check-kernel-warning-93331e9e-c4a2-498b-8798-b93091e2800e

check-kernel-warning-93c912be-deaf-40ba-94ac-8aba2036375f

check-kernel-warning-98f96a2a-2cb0-42d2-8765-19d1980d6503

check-kernel-warning-99df81d7-4745-435a-a889-105465669e95

check-kernel-warning-9a0d49da-b2ea-414d-85bc-7ca437ad5a47

check-kernel-warning-9aa8b7d2-5d8e-4b8b-a9be-063844e19832

check-kernel-warning-9aef8fac-f42d-42b7-ad13-c1e5d6c7f1d0

check-kernel-warning-9bc227cc-9649-4b44-8443-94023aa8b6a7

check-kernel-warning-a0ba9aa6-063a-4a20-b04d-cd08bf50ce86

check-kernel-warning-aabb8e3c-c60c-4562-ae7d-6dd2ee984a49

check-kernel-warning-ab900cad-be5c-4669-92c9-5c92293056ee

check-kernel-warning-b1dba642-f0e5-4418-9e60-819934da1aed

check-kernel-warning-b62b91cd-3816-4c74-a5d4-fcabe4b621f9

check-kernel-warning-b79e8f60-69bd-4cc2-9404-13faf365ea36

check-kernel-warning-be0339f2-79af-4d88-8b61-30fb9613570a

check-kernel-warning-c01ceb4a-3a31-420c-abe2-765ef37aac0a

check-kernel-warning-c5afaf61-f5c0-4903-a8a7-201caeb0d130

check-kernel-warning-cbef3cbc-7778-4bea-b7cb-8e62f23f2813

check-kernel-warning-cc561f55-90ae-4c62-8e14-c29e7b0af9cd

check-kernel-warning-cecab778-4b86-429f-86a3-4caa8a25914f

check-kernel-warning-d2016e31-4a47-4b71-bd3f-da32c7f2e226

check-kernel-warning-d37b6dfd-5686-460c-ade4-72ae8d54b19f

check-kernel-warning-d37be2a0-a767-49ea-8098-893a06feb30e
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

check-kernel-warning-d44be2a1-982f-48fc-8025-ae340c4c1571

check-kernel-warning-df4810aa-36f9-4282-b32b-09bf76b14f4a

check-kernel-warning-e0c42b79-5f02-478c-8a3a-c14ce8301e38

check-kernel-warning-e14a326f-fa91-4582-9f94-d5fd6855a7aa

check-kernel-warning-e23cf055-c8c4-4103-81a5-79ed0ab150a0

check-kernel-warning-e5b6c86a-48c1-413d-8eed-3ec15806d256

check-kernel-warning-e7665fa5-7429-4c3a-a534-ab7933338bb2

check-kernel-warning-f04ba0c7-e2e6-401b-8cd4-d1b67c7db32d

check-kernel-warning-f150c9ef-cd3c-477c-a5ed-10a8c488f9ea

check-kernel-warning-f2755633-38fb-4901-b029-8f741cd5c795

check-kernel-warning-fad2d4bd-dea3-4e93-8f46-168533088560

check-kernel-warning-faea6877-c8ab-42d7-9777-38438f050002

check-kernel-warning-fcaa9ed7-9322-43a4-aa85-915187b2ad24

check-kernel-warning-fd8e7ff2-5489-4403-ac16-31c1a3319219

check-kernel-warning-fde0a29a-6fcf-4b6a-8b03-6587f93721ff

check-kernel-warning-fe458702-6ebb-4d72-aea3-7a0fbb20b08b

check-kernel-warning-ff64ba2a-e8b3-43b5-9245-dbb66139a3e9

lynis Lynis

mbedtls mbedtls

mbedtls-internal mbedtls-internal

memory-test

check-address-offset-0x80000000

cmp-100000-200000-10

compute-CRC32-checksum
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

cp-md-200000

mw-md-100000

print-default-base-address-offset

set-address-offset-0x80000000

memtester

Bit-Flip

Bit-Spread

Block-Sequential

Checkerboard

Compare-AND

Compare-DIV

Compare-MUL

Compare-OR

Compare-SUB

Compare-XOR

Random-Value

Sequential-Increment

Solid-Bits

Stuck-Address

Walking-Ones

Walking-Zeroes

memtester-existence-check

memtester-tftp
Bit-Flip

Bit-Spread
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

Block-Sequential

Checkerboard

Compare-AND

Compare-DIV

Compare-MUL

Compare-OR

Compare-SUB

Compare-XOR

Random-Value

Sequential-Increment

Solid-Bits

Stuck-Address

Walking-Ones

Walking-Zeroes

memtester-existence-check

nand-commands nand-info

optee-xtest
xtest-existence-check

xtest-run

ping-cmds ping

request-server-address-j17
multinode-send-client-request

multinode-wait-server-address

request-server-address-j21
multinode-send-client-request

multinode-wait-server-address
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

request-server-address-j22
multinode-send-client-request

multinode-wait-server-address

request-server-address-j22-
mtu1508

multinode-send-client-request

multinode-wait-server-address

request-server-address-j23
multinode-send-client-request

multinode-wait-server-address

request-server-address-j23-
mtu1508

multinode-send-client-request

multinode-wait-server-address

request-server-address-j24
multinode-send-client-request

multinode-wait-server-address

request-server-address-j24-
mtu1508

multinode-send-client-request

multinode-wait-server-address

scp-host-to-target-j17

multinode-send-client-request

multinode-wait-scp-result

scp-host-to-target

scp-host-to-target-j21

multinode-send-client-request

multinode-wait-scp-result

scp-host-to-target

scp-host-to-target-j22

multinode-send-client-request

multinode-wait-scp-result

scp-host-to-target

scp-host-to-target-j22-
mtu1508

multinode-send-client-request

multinode-wait-scp-result
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

scp-host-to-target

scp-host-to-target-j23

multinode-send-client-request

multinode-wait-scp-result

scp-host-to-target

scp-host-to-target-j23-
mtu1508

multinode-send-client-request

multinode-wait-scp-result

scp-host-to-target

scp-host-to-target-j24

multinode-send-client-request

multinode-wait-scp-result

scp-host-to-target

scp-host-to-target-j24-
mtu1508

multinode-send-client-request

multinode-wait-scp-result

scp-host-to-target

scp-target-to-host-j17

multinode-send-client-request

multinode-wait-md5sum-result

scp-target-to-host

scp-target-to-host-j21

multinode-send-client-request

multinode-wait-md5sum-result

scp-target-to-host

scp-target-to-host-j22

multinode-send-client-request

multinode-wait-md5sum-result

scp-target-to-host

scp-target-to-host-j22- multinode-send-client-request
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

mtu1508
multinode-wait-md5sum-result

scp-target-to-host

scp-target-to-host-j23

multinode-send-client-request

multinode-wait-md5sum-result

scp-target-to-host

scp-target-to-host-j23-
mtu1508

multinode-send-client-request

multinode-wait-md5sum-result

scp-target-to-host

scp-target-to-host-j24

multinode-send-client-request

multinode-wait-md5sum-result

scp-target-to-host

scp-target-to-host-j24-
mtu1508

multinode-send-client-request

multinode-wait-md5sum-result

scp-target-to-host

smoke-tests-tftp

cat

free

ip

lsblk

lscpu

mount

ps

pwd

uname
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

vmstat

spi-eeprom

eeprom-data-access

eeprom-device-exists

eeprom-fill

eeprom-string-access

ssh-host-to-target-j17

multinode-send-client-request

multinode-wait-ssh-result

ssh-host-to-target

ssh-host-to-target-j21

multinode-send-client-request

multinode-wait-ssh-result

ssh-host-to-target

ssh-host-to-target-j22

multinode-send-client-request

multinode-wait-ssh-result

ssh-host-to-target

ssh-host-to-target-j22-
mtu1508

multinode-send-client-request

multinode-wait-ssh-result

ssh-host-to-target

ssh-host-to-target-j23

multinode-send-client-request

multinode-wait-ssh-result

ssh-host-to-target

ssh-host-to-target-j23-
mtu1508

multinode-send-client-request

multinode-wait-ssh-result

ssh-host-to-target
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pass

pass

pass

pass

pass

pass

skip

skip

skip

skip

skip

skip

skip

skip

skip

skip

skip

skip

skip

skip

skip

skip

skip

ssh-host-to-target-j24

multinode-send-client-request

multinode-wait-ssh-result

ssh-host-to-target

ssh-host-to-target-j24-
mtu1508

multinode-send-client-request

multinode-wait-ssh-result

ssh-host-to-target

tb12
TB12

TB12

tb13
TB13

TB13

tb14
TB14

TB14

tb15
TB15

TB15

tb16
TB16

TB16

tb17
TB17

TB17

tb18
TB18

TB18

tb19
TB19

TB19

tb20 TB20
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skip

pass

pass

pass

pass

skip

skip

skip

skip

skip

skip

skip

skip

skip

skip

skip

skip

skip

skip

skip

skip

pass

pass

TB20

tb21
TB21

TB21

tb22
TB22

TB22

tb23
TB23

TB23

tb24
TB24

TB24

tb25
TB25

TB25

tb26
TB26

TB26

tb27
TB27

TB27

tb28
TB28

TB28

tb29
TB29

TB29

tb30
TB30

TB30

tb31 TB31

tb32 TB32
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pass

pass

pass

pass

pass

pass

skip

skip

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

tb33 TB33

tb34 TB34

tb35 TB35

tb36 TB36

tb37 TB37

tb38 TB38

tb40 TB40

tb41 TB41

tc1 TC1

tc16 TC16

tc18 TC18

tc2 TC2

tc21 TC21

tc22 TC22

tc23 TC23

tc26 TC26

tc31 TC31

tc33 TC33

tc35 TC35

tc36 TC36

tc37 TC37

tc38 TC38

tc39 TC39
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pass

pass

skip

pass

skip

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

tc41 TC41

tc44 TC44

tc45 TC45

tc46 TC46

tc8 TC8

tftp-cmds tftp

tpm

ecdsa-emptyauth.sh

ecdsa-handle-flush.sh

ecdsa.sh

rand.sh

rsadecrypt.sh

rsasign.sh

rsasign_parent.sh

rsasign_parent_pass.sh

rsasign_persistent.sh

rsasign_persistent_emptyauth.sh

sclient.sh

sserver.sh

uboot-tests

echo

help

setenv-and-printenv

version

yepkit-down-all yepkit-down-command
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pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

pass

448.0

448.0

455.0

454.0

210.0

210.0

yepkit-list-command

yepkit-down-port-2

yepkit-down-command

yepkit-down-device-exists

yepkit-down-device-removed

yepkit-list-command

yepkit-get-1
yepkit-get-command

yepkit-list-command

yepkit-get-2
yepkit-get-command

yepkit-list-command

yepkit-get-3
yepkit-get-command

yepkit-list-command

yepkit-list
yepkit-install

yepkit-list-command

yepkit-up-port-2

yepkit-list-command

yepkit-up-command

yepkit-up-device-created

yepkit-up-device-not-exists

iperf-reverse-j21
iperf3_sender

iperf3_receiver

iperf-j21
iperf3_sender

iperf3_receiver

iperf-reverse-j24-mtu1508
iperf3_sender

iperf3_receiver
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210.0

210.0

458.0

457.0

457.0

456.0

212.0

212.0

214.0

214.0

211.0

211.0

210.0

210.0

212.0

212.0

212.0

212.0

211.0

211.0

214.0

214.0

210.0

iperf-j24-mtu1508
iperf3_sender

iperf3_receiver

iperf-reverse-j17
iperf3_sender

iperf3_receiver

iperf-j17
iperf3_sender

iperf3_receiver

iperf-reverse-j22
iperf3_sender

iperf3_receiver

iperf-j22
iperf3_sender

iperf3_receiver

iperf-reverse-j23
iperf3_sender

iperf3_receiver

iperf-j23
iperf3_sender

iperf3_receiver

iperf-reverse-j24
iperf3_sender

iperf3_receiver

iperf-j24
iperf3_sender

iperf3_receiver

iperf-reverse-j22-mtu1508
iperf3_sender

iperf3_receiver

iperf-j22-mtu1508
iperf3_sender

iperf3_receiver

iperf-reverse-j23-mtu1508 iperf3_sender
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0.0

0.0
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0.0

0.0

0.0

0.0

229164.0

29608.0

0.0

0.0

1428.0

0.0

54480.0

14956.0

9332.0

9324.0

27868.0

9324.0

18544.0

1168.0

1432.0

0.0

0.0

0.0
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Mlocked
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HighFree
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354128.0
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2428.0

0.0
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0.0
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88660.0
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0.0
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VmallocTotal
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Cached
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Inactive(file)

Unevictable

Mlocked

HighTotal
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0.0

0.0

4.0

0.0

36428.0

34836.0

9252.0

11276.0

30492.0

11276.0

19216.0
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1248.0

0.0

0.0

0.0

114580.0

221756.0
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2344.0
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SwapTotal

SwapFree
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